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ERRATA
Page | Position Wrong Correct
2 Quality of Water resistance 48 h, and:-- 18 h, and.--
in Table 1

Remarks:This errata is for correcting the first edition of this Standard
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In the event of any doubt arising, :
the original Standard in Japanese is to be final authority.
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1. Scope

Remarks 1.

2, Quality

tested in accordance with 4.
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JAPANESE INDUSTRIAL STANDARD JIS

Aluminium paint K 5492-1995

This Japanese Industrial Standard spécifies the aluminium paint.

Aluminium paint is oxidation-dryable one to make mainly

outdoor silvery painting for the purpose of reflecting heat
ray and for preventing water penetration, and is classified
into 2 types, one is the previously mixed of aluminium
powder or aluminium paste for paint with oil varnish, and
the other is the paired of above 2 components which are
kept in separate containers and will be mixed when being
used.

2. The standards cited in this Standard are shown as follows:

JIS

JIS

JIS

JIS

JIs

JIS

JIS

JIS

JIS

3. The
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5400
5407
5410
5500
5622
5623
5624
5625

8401

Testing methods for paints

Testing methods for paint components
Panels for testing of palnts

Glossary of paint terms

Red-lead anticorrosive paint

Léad suboxide anticorrosive paint
Basic lead chromate anticorrosive paint
Lead cyanamide anticorrosive paint

Rules for rounding off of numerical values

terms used in this Standard shall follow JIS K 5500.

The quality shall conform to the requirements in Table 1 when
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