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Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of International Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
in accordance with the Industrial Standardization Law:

Date of Establishment: 1965-02-01 )
Date of Revision: 1995-01-01

Date of Public Notice in Official Gazette: 1995-01-04

Investigated by: Japanese Industrial Standards Committee

Divisional Council on Chemical Products

IS K 5511:1995, First English edition published in 2000-09

Translated and published by: }apanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority. >

© JSA 2000

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.
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JAPANESE INDUSTRIAL STANDARD @ JIS K 5511 : 1995

Ready mixed paints

1 Scope This Japanese Industrial Standard specifies the ready mixed paints used

for painting of the steel part and wooden part of buildings, and the iron and steel
buildings (hereafter referred to as “ready mixzed paints”).

Remarks 1 The ready mixed paints are the liquid type of paints with air-drying

property prepared by mixing chromatic colour pigment, extender
pigment and others with boiled oil.

2 The normative references to this Standard are shown as follows:
JIS K 5400 Testing methods for paints

JIS K 5407 Testing methods for paint components
JIS K 5410 Panels for testing of paints

JIS K 5500 Glossary of paint terms

JIS Z 8721 Colour specification—Specification according to their
three attributes

3 The terms used in this Standard shall be as specified in JIS K 5500.

2 Classification The classes shall be as follows:
{1) Ready mixed white paint
(2) Ready mixed tint colour paint(?)

(3) Ready mixed colour paint

Note (1) The tint colour refers to the light colour such as grey, pink, cream-
colour, light green, light blue and the like which appear on the coat-
ing film of paints produced from white enamel as the main component,

and the lightness, V, of paint according to JIS Z 8721 is 6 or more to
and excluding 9.

8 Quality The quality of ready mixed paints shall be tested in accordance with 5
and comply with the requirements in Table 1.
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