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. @ JAPANESE INDUSTRIAL STANDARD JIS

Lacquer sealer K 5533-1992

1.  Scope This Japanese Industrial Standard specifies both wood sealer
which is mainly used for under coating when making clear lacquer coating on
wood, and sanding sealer which is used for intermediate coating.

Remarks 1. The wood sealer specified in this Standard is transparent
volatile drying liquid coatings, of which main ingredients are
industrial-use nitrocellulose, resin, plasticizer, solvent, and so
on, and which forms paint film penetrating partly into wood
surface in a short time by natural drying.

2. The sanding sealer specified in this Standard is semi-
transparent volatile drying liquid coatings which has been
made by kneading vehicle mainly composed of industrial-use

. nitrocellulose, resin, plasticizer, solvent, and so on, with
stearic acid salts and the like, and which forms paint film with
easy grindability in a short time by natural drying.

3. The standards cited in this Standard are as follows:
JIS K 5400 Testing methods for paints
JIS K 5407 Testing methods for paint components
JIS K 5410 Panels for testing paints
JIS K 5431 Shellac varnish and bleached shellac varnish
JIS K 5500 Glossary of paint terms

JIS K 5531 Nitrocellulose lacquer
JIS R 6253 Waterproof abrasive papers

‘ 4. The terms used in this Standard shall follow JIS K 5500.

2. Classification Classification shall be as follows:

(1) Wood sealer
(2) Sanding sealer

3.  Quality Quality shall conform to the requirements shown in Table 1 when
tested according to 5.
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