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@ JAPANESE INDUSTRIAL STANDARD JIS
Lacquer undercoat K 5535-1992
1. Scope  This Japanese Industrial Standard specifies lacguer undercoat

which mainly used for undercoat and intermediate coat when making lacquer
enamel coating.

Remarks 1. The lacquer undercoat specified in this Standard is opaque
evaporatively drying liquid or paste coatings, forming a paint
film in a short period under natural drying, which is made by
dispersion of pigment in the vehicles such as industrial-use
nitrocellulose, resin, plasticizer, and so on, and of which the
main film forming ingredient is industrial-use nitrocellulose.

2. The standards cited in this Standard shall be as follows.
JIS K 5400 - Testing method for paints
JIS K 5407 - Testing methods for paint components
JIS K 5410 - Panels for testing paints
JIS K 5500 - Glossary of paint terms
JIS K 5531 - Nitrocellulose lacquer
JIS R 6253 - Waterproof abrasive papers

3. The terms used in this Standard shall follow JIS K 5500.

2. Classification Classification shall be as follows.

(1) Lacquer primer  This is mainly used for primary coating on metals.

(2) Lacquer putty  This is mainly used for correcting substrate.

(3) Lacquer surfacer  This is mainly used for intermediate coating.

3. Quality Quality shall conform to the requirements shown in Table 1 when
tested according to 5. :
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Table 1. Quality

Classification
Items
Lacquer primer Lacquer putty Lacquer surfacer
. ) . n ' ¥ 1 rf- : ] h t . . - a
Condition in con- MIKIPE gives uniform | It i8 uniform withou Muung gives uniform
. condition without any | any lumps. condition without any
tainer
hard lumps. hard lumps.
While making double | There is no hindrane While making double .
Application spray coatings, there is | for knifing of coating. |spray coatings, there is <
properties no hindrance for ' no hindrance for work-
working of coating. ing of coating.
Drying time h 2 max. 1 max,

Appearance of paint film | The appearance of paint film is normal.

Grindability

(Fasiness of wet sanding)

— Grinding is easy when doing wet sanding.

Overcoatability There is no hindrance for overcoating.
Bleeding There is no bleeding.
(Du Pont | There is no cracking or _ There is no cracking or
type) peeling owing to a shock. peeling owing to a shock.
Shock
resistance | (Ralling- | There is no cracking or
ball type) — peeling owing to the -
shock by falling ball,
. It can bear the bending It can bear the bending
Flexibility as making 10 mm — as making 10 mm
diameter loop. diameter loop.
There is no unusual-
Water resistance ness after immersing in — —
water at 40 °C for 1 h.
Heating residue 35 min, 60 min. 45 min.

4. Evaluation sample  Evaluation sample shall be as shown in Table 2
according to the grouping specified in 3.6.1 of JIS K 5400.

Table 2. Evaluation sample

I Grouping of evaluation samples
. tems
Classification Testitems | .o ba observed Method of Quality
setting up level

—Eacquer primer and | Appearance | Color, gloss, Paint film |Agreement | Standard |

lacquer surfacer of paint film | orange peel sample or |sample or sample v

paint manufacturer's
| sample sample
Lacguer putty Appearance | Color Paint Standard
of paint film sample sample
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