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@ JAPANESE INDUSTRIAL STANDARD JIS

Lacquer thinner K 5538-1995

1. Scope This Japanese Industrial Standard specifies lacquer thinner to be used
for dilution of nitrocellulose lacquer or the like, and retarder which is to be mixed
' with lacquer thinner with the purpose to prevent painting from blushing.

Remarks 1. Lacquer thinner and retarder are both transparent and
evaporative liquid, and the main component of the former is low-
boiling point solvent suitable for dilution of nitrocellulose
lacquer, and that of the latter is high-boiling point solvent which
can dissolve nitrocellulose.

2. The units and numerals given in { } in this Standard are based
on traditional units, and are appended for informative reference.

3. The standards cited in this Standard are as follows.

JIS K 1504
JIS K 1513
JISK 1514
JIS K 2435
JIS K 5400
JIS K 5407
JIS K 5500
JIS K 6703
JIS K 6752

Butanol (Butan-1-o0l)

Ethyl acetate

Butyl acetate
Benzene-Toluene-Xylene

Testing methods for paints

Testing methods for paint components
Glossary of paint terms

Industrial nitrocellulose

Dibutyl phthalate

4. The terms used in this Standard shall follow JIS K 5500.

2. Classification Classification shall be as follows.

(1) Lacquer thinner

(2) Retarder

3. Quality The quality shall conform to the requirements in Table 1 when

tested in accordance with 5.
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