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JAPANESE INDUSTRIAL STANDARD J 1S

Epoxy resin paint K $5551-1991

1. Sane

This Japanese Industrial Standard specifies the double liquid type epoxy
resin paint (hereafter referred to as the "epoxy resin paint™) using a
hardening agent such as polyamide, amine adduct, etc. for metal parts of
steel structures, buildings, etc. in the atmospheric environment.

Remarks 1. Epoxy resin paint is constituted by epoxy resin, pigment,
hardening agent, and solvent as the main raw materials,

2. Herein referred to as steel structures are bridges, tanks,
plants, etc. and the metal parts of buildings and the like
means the iron, steel, stainless steel, aluminium and
aluminium alloys.

3. Applicable Standards to this Standard are shown in the
following:

JIS K 5400-Testing Methods for Paints
JIS K 5407-Testing Methods for Paint Components
JIS K 5410-Panels for Testing Paints

JIS Z 8721-8Specification of Colors According to Their
Three Attributes

2. Classification

Epoxy resin paints shall be classified according to usage into the
following two classes,

(1) Class 1 The standard coat thickness is approximately 30 ym and
it is used for steel structure and building metal parts.
There is the top coat and under coat.

(2) Class 2 The thick coat type paint of approximately 60 to 120 ym
toc be used mainly for long period rust prevention of steel
structures.

There is the top coat and under coat.

3. Quality

The quality of epoxy resin paint, when tested according to 4. shall be |
as given in Table 1.
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