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Phthalic resin varnish K 5562-1995

@ JAPANESE INDUSTRIAL STANDARD JIS

1. Scope This Japanese Industrial Standard specifies phthalic resin varnish.

Remarks 1. The phthalic resin varnish shall be the oxidation-drying type
liquid coating suitable for making transparent paint film,
whose main film forming agent is phthalic resin modified with
drying-oil type fatty acid, and shall be able to produce paint
film owing to natural drying by the oxidation in air. The
phthalic resin varnish can be manufactured by dissolving
phthalic resin modified with drying-oil type fatty acid in mixed
hydrocarbon solvent.

2. The standards cited in this Standard are given in the following:
JIS K 5400
JIS K 5407
JIS K 5410
JIS K 5500

3. The terms used in this Standard shall follow JIS K 5500.

Testing methods for paints
Testing methods for paint components
Panels for testing of paints

Glossary of paint terms

2. Quality The quality shall conform to the requirements shown in Table 1

when tested according to 4.

Table 1

Item

Quality

Transparency

To be transparent.

Color number (Gardner)

15 max.

Skinning property

No skinning.

Application properties

No impediment for coating when coated with a

brush.

Drying time (tack free)

h

10 max.

Appearance of paint film

Normal in the appearance of paint film.

Flexibility

After heated at 120°C for 1 h, endurable for
bending around a shaft of 3 mm diameter.

Print resistance

Showing no larger tackiness when comparing
with evaluation sample.

Water resistance

No unusualness when immersed in water for
18 h.

Gasoline resistance

No unusualness when immersed for 4 h in
gasoline No. 1 for test.

Heating residue %

40 min.

Phthalic anhydride in
heating residue %

23 min, Documents
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