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UDC 667. 638. 2: 667. 633. 24

Oleoresinous undercoats K 5591-1995

@ JAPANESE INDUSTRIAL STANDARD JIS

Scope  This Japanese Industrial Standard specifies oleoresinous undercoats
which can be used for undercoat or intermediate coat when making enamel

coating.

Remarks 1. Oleoresinous undercoat is opaque oxidation-dryable liquid or
paste coating which is manufactured by dispersing pigments in
oil varnish, and can make paint film by natural drying.

2. The standards cited in this Standard are as follows:

JIS K 2201
JIS K 5400
JIS K 5407
JIS K 5410
JIS K 5500
JIS K 5531

(Gasoline for industrial purpose
Testing methods for paints

Testing methods for paint components
Panels for testing of paints

Glossary of paint terms

Nitrocellulose lacquer

3. The terms used in this Standard shall follow JIS K 5500.

Classification Classification shall be as follows:

Oil primer (%)
0il putty (?)
Qil surfacer (3)

Oil primer surfacer (*)

Notes (1) Mainly for primary coat of metal

(3) Mainly for surface correction coat

() Mainly for intermediate coat

(4) Mainly for undercoat doubling intermediate coat

Quality  The quality shall conform to the requirements in Table 1 when
tested in accordance with 5.
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