JIS

JAPANESE
INDUSTRIAL
STANDARD

Translated and Published by
Japanese Standards Association

JIS K 5600-1-2 =

(ISO 15528 : 2000)
(JPMA /JSA)

Testing methods for paints—
Part 1 : General rules—
Section 2 : Sampling

ICS 87.040

Reference number : JIS K 5600-1-2 : 2002 (E)
<- Documents

Document Sharing Hub
PROTECTED BY COPYRIGHT 78

Full document details: JIS K 5600-1-2-2002


http://avadocuments2026.com/doc/jis-k-5600-1-2-2002
http://avadocuments2026.com/doc/jis-k-5600-1-2-2002

K 5600-1-2 : 2002 (ISO 15528 : 2000)

Foreword

This translation has been made based on the original Japanese Industrial Standard
revised by the Minister of Economy, Trade and Industry through deliberations at the
Japanese Industrial Standards Committee, as the result of proposal for revision of Japanese
Industrial Standard submitted by the Japan Paint Manufacturers Association (JPMA)/
the Japanese Standards Association (JSA) with the draft being attached, based on the
provision of Article 12 Clause 1 of the Industrial Standardization Law applicable to the
case of revision by the provision of Article 14. Consequently JIS K 5600-1-2 : 1999 is
replaced with this Standard.
This revision has been made based on ISO 15528 : 2000 Paints, varnishes and raw materials
for paints and varnishes—Sampling for the purposes of making easy to compare this
Standard with International Standard; to prepare Japanese Industrial Standard conforming
with International Standard; and to propose a draft of International Standard which
is based on Japanese Industrial Standard.
JIS K 5600 consists of the following parts with general title Testing methods for paints.

JIS K 5600-1-1 to JIS K 5600-1-8 General rule

JIS K 5600-2-1 to JIS K 5600-2-7 Characteristics and stability of paints

JIS K 5600-3-1 to JIS K 5600-3-6 Film formability

JIS K 5600-4-1 to JIS K 5600-4-7 Visual characteristics of film

JIS K 5600-5-1 to JIS K 5600-5-11 Mechanical property of film

JIS K 5600-6-1 to JIS K 5600-6-3 Chemical property of film

JIS K 5600-7-1 to JIS K 5600-7-8 Long-period performance of film

JIS K 5600-8-1 to JIS K 5600-8-6 Evaluation of degradation of paint coatings
JIS K 5600-1 specifies “testing methods for paints—general rule” and consists of the
following sections.

JIS K 5600-1-1 General test methods (conditions and methods)

JIS K 5600-1-2 Sampling

JIS K 5600-1-3 Examination and preparation of samples for testing

JIS K 5600-1-4 Standard panels for testing

JIS K 5600-1-5 Coating of test panel (brush application)

JIS K 5600-1-6 Temperatures and humidities for conditioning and testing

JIS K 5600-1-7 Determination of film thickness

JIS K 5600-1-8 Reference sample

Date of Establishment: 1999-04-20

Date of Revision: 2002-03-20

Date of Public Notice in Official Gazette: 2002-03-20

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Chemical Products

JIS K 5600-1-2:2002, First English edition published in 2003-09

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2003

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.

Printed in Japan

Documents

Document Sharing Hub
PROTECTED FY COPYRIGHT

Full document details: JIS K 5600-1-2-2002


http://avadocuments2026.com/doc/jis-k-5600-1-2-2002
http://avadocuments2026.com/doc/jis-k-5600-1-2-2002

JAPANESE INDUSTRIAL STANDARD JIS K 5600-1-2 : 2002
(ISO 15528 : 2000)

Testing methods for paints—
Part 1 : General rules—
Section 2: Sampling

Introduction This Japanese Industrial Standard has been prepared based on the
first edition of ISO 15528 Paints, varnishes and raw materials for paints and var-
nishes—Sampling published in 2000 without modifying the technical contents.

1 Scope This Standard describes manual methods of sampling paints, varnishes
and raw materials for paints and varnishes. Such products include liquids and materials
which, without undergoing chemical modification, are capable of being liquefied when
heated up, and also powdered, granulated and pasty materials. Samples may be
taken from containers, e.g. cans, drums, tanks, containers, tank wagons or ships’
tanks, as well as from barrels, sacks, big-bags, silos or silo wagons, or from conveyor
belts.

Remarks : The International Standard corresponding to this Standard is as fol-
lows.

In addition, symbols which denote the degree of correspondence in
the contents between the relevant International Standard and JIS
are IDT (identical), MOD (modified), and NEQ (not equivalent) ac-
cording to ISO/IEC Guide 21.

ISO 15528 : 2000 Paints, varnishes and raw materials for paints and
varnishes—Sampling (1DT)

2 Normative references The following standards contain provisions which, through

reference in this Standard, constitute provisions of this Standard. If the indication

of the year of publication is given to these referred standards, only the edition of

indicated year constitutes the provision of this Standard but the revision and amend-
" ment made thereafter are not applied.

ISO 3165 : 1976 Sampling of chemical products for industrial use—Safety in
sampling

ISO 6206 : 1979 Chemical products for industrial use—Sampling—Vocabulary

3 Terms and definitions For the purposes of this Standard, the terms and defi-
nitions given in ISO 6206 and the following apply.

3.1 batch definite quantity of a material which was produced under uniform con-
ditions.

3.2 lot total quantity of material which is to be sampled, which may consist of a
number of batches or sampling units.

3.3 individual sample that part of a product taken from a bulk material by one
sampling operation.
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3.4 representative sample sample which complies—within the precision of the
test methods used—in all of its characteristic features with the material sampled.

3.5 average sample mixture of equivalent portions of individual samples (3.3).
3.6 top sample individual sample taken at or near the surface of a material.

3.7 bottom sample individual sample taken at or near the lowest level of a ma-
terial.

3.8 composite sample individual sample taken from a number of different lev-
els of a material.

3.9 intermittent sample individual sample taken intermittently from a flow of
material. '

3.10 continuous sample sample taken continuously from a flow of material.

3.11 reference sample individual, average or continuous sample which is taken
and stored for a specified period for reference purposes.

4 General requirements Sampling, the labelling and storage of samples, and
the preparation of the associated documentation shall be carried out by skilled per-
sonnel. After selection of a clean sampling device of a suitable type and size, sam-
pling shall be performed observing the relevant regulations on health and safety,
ensuring that emissions are kept to a minimum.

The sampling method used shall taken into account both the physical and the
chemical characteristics of the material concerned, e.g. its sensitivity to light and
oxidation, its tendency to undergo surface reactions (skin formation) and its hygro-
scopic, physiological and toxicological characteristics.

Provision shall be made for taking representative samples at a cost which is con-
sidered reasonable by the parties concerned, using a procedure which meets the re-
quirements of quality testing and quality management.

Storage of the samples, including the reference samples, shall comply with quality
management requirements concerning labelling, traceability and periods of storage.

In the case of particularly sensitive materials, instructions shall be provided with
regard to the storage conditions. This is to ensure the quality of, in particular, the
reference sample for the entire storage period.

For health and safety information in sampling, see ISO 3165.
5 Sampling equipment
5.1 Sampling devices

5.1.1 General The choice of sampling device depends on the type of material be-
ing sampled, its state of aggregation, the type of container, the level to which the
container is filled, the health and safety hazard presented by the material and the
sample size required. General requirements for sampling devices include.
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