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K 5600-2-3 : 1999 (ISO 2884 : 1974)

Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of International Trade and Industry through
deliberations at the Japanese Industrial Standards Committee in accordance with
the Industrial Standardization Law.

JIS K 5400 corresponding to this Standard will be withdrawn and replaced with
this Standard in April 2002, at the time of three years passed after establishment
of this Standard.

Consequently it is recommended to comply with this Standard.

JIS K 5600 consists of the following parts.

JIS K 5600 Part 1 Section 1 to Section 8 General rule

JIS K 5600 Part 2 Section 1 to Section 7 Characteristics and stability of paints

JIS K 5600 Part 3 Section 1 to Section 6 Film formability

JIS K 5600 Part 4 Section 1 to Section 7 Visual characteristics of film

JIS K 5600 Part 5 Section 1 to Section 11 Mechanical property of film

JIS K 5600 Part 6 Section 1 to Section 3 Chemical property of film

JIS K 5600 Part 7 Section 1 to Section 8 Long-period performance of film

JIS K 5600 Part 8 Section 1 to Section 6 Evaluation of degradation of paint
coatings

JIS K 5600-2 consists of the following sections under the title of “Testing methods
for paints—Part 2 : Characteristics and stability of paints”.

JIS K 5600 Part 2 Section 1 Colour number (Gardner method)

JIS K 5600 Part 2 Section 2 Viscosity

JIS K 5600 Part 2 Section 3 Viscosity (Corn and plate methods)

JIS K 5600 Part 2 Section 4 Density

JIS K 5600 Part 2 Section 5 Fineness of grind

JIS K 5600 Part 2 Section 6 Pot life

JIS K 5600 Part 2 Section 7 Storage stability

Date of Establishment: 1999-04-20
Date of Public Notice in Official Gazette: 1999-04-20
Investigated by: Japanese Industrial Standards Committee

Divisional Council on Chemical
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JAPANESE INDUSTRIAL STANDARD JIS K 5600-2-3 : 1999
(ISO 2884 : 1974)

Testing methods for paints—
Part 2 : Characteristics and stability
of paints—
. Section 3 : Viscosity (Corn and
plate methods)

Introduction This Japanese Industrial Standard has been prepared based on ISO
2884 Paints and varnishes—Determination of viscosity at a high rate of shear is-
sued in 1974 as the first edition without changing the technical contents.

Those underlined with dots in this Standard are not stated in the original Inter-
national Standard.

1 Scope This Standard specifies the general procedure to be followed in deter-
mining the dynamic viscosity of paints, varnishes and related products at a rate of
shear not less than 5 000 s-! and not higher than 20 000 s-!. When the viscosities of
products are being compared the rate of shear shall be approximately the same. The

determination shall be made at a closely controlled temperature, 23 + 0.2 °C unless
otherwise agreed.

The value obtained gives information about the resistance of the material to brushing
during the initial application period; no information is obtained, however, on the changes
resulting from evaporation of solvents from the paint.

The method specified in this Standard is suitable for all brushing paints and var-
nishes whether they are Newtonian in behaviour or not. Furthermore, because of
the narrow gap between the stationary and rotary parts of high shear viscometers,

the method is more reproducible for paints having low values for fineness of grind,
as determined by JIS K 5600-2-5.

2 Normative references The following standards contain provisions which, through
reference in this Standard, constitute provisions of this Standard. If the indication
of the year of coming into effect is given to these referred standards, only the edi-
tion of indicated year constitutes the provision of this Standard but the revision and
amendment made thereafter are not applied. The normative references without the

indication of the year of coming into effect apply limiting only to the most recent
edition (including the amendment).
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