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K 5600-2-4 : 1999 (ISO 2811 :1974)

Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of International Trade and Industry through
deliberations at the Japanese Industrial Standards Committee in accordance with
the Industrial Standardization Law.

JIS K 5400 corresponding to this Standard will be withdrawn and replaced with
this Standard in April 2002, at the time of three years passed after establishment
of this Standard.

Consequently it is recommended to comply with this Standard.

JIS K 5600 consists of the following parts.

JIS K 5600 Part 1 Section 1 to Section 8 General rule

JIS K 5600 Part 2 Section 1 to Section 7 Characteristics and stability of paints

JIS K 5600 Part 3 Section 1 to Section 6 Film formability

JIS K 5600 Part 4 Section 1 to Section 7 Visual characteristics of film

JIS K 5600 Part 5 Section 1 to Section 11 Mechanical property of film

JIS K 5600 Part 6 Section 1 to Section 3 Chemical property of film

JIS K 5600 Part 7 Section 1 to Section 8 Long-period performance of film

JIS K 5600 Part 8 Section 1 to Section 6 Evaluation of degradation of paint
coatings

JIS K 5600-2 consists of the following sections under the title of “Testing methods
for paints—Part 2 : Characteristics and stability of paints”.

JIS K 5600 Part 2 Section 1 Colour number (Gardner method)
JIS K 5600 Part 2 Section 2 Viscosity

JIS K 5600 Part 2 Section 3 Viscosity (Corn and plate methods)
JIS K 5600 Part 2 Section 4 Density

JIS K 5600 Part 2 Section 5 Fineness of grind

JIS K 5600 Part 2 Section 6 Pot life

JIS K 5600 Part 2 Section 7 Storage stability

Date of Establishment: 1999-04-20
Date of Public Notice in Official Gazette: 1999-04-20
Investigated by: Japanese Industrial Standards Committee

Divisional Council on Chemical

JIS K 5600-2-4:1999, First English edition published in 2000-08

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.
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JAPANESE INDUSTRIAL STANDARD JIS K 5600-2-4 : 1999
(ISO 2811:1974)

Testing methods for paints—
Part 2 : Characteristics and stability
of paints—

Section 4 : Density

Introduction This Japanese Industrial Standard has been prepared based on ISO
2811 Paints and varnishes—Determination of density issued in 1974 as the first edition
without changing the technical contents.

Those underlined with dots in this Standard are not stated in the original Inter-
national Standard.

1 Scope This Standard specifies a method for determining the density of liquid
paints and related products 1, by the use of a pyknometer or a mass per volume cup.

2 Normative references The following standards contain provisions which, through
reference in this Standard, constitute provisions of this Standard. If the indication
of the year of coming into effect is given to these referred standards, only the edi-
tion of indicated year constitutes the provision of this Standard but the revision and
amendment made thereafter are not applied. The normative references without the
indication of the year of coming into effect apply limiting only to the most recent
edition (including the amendment).

3 Definition

density The mass divided by the volume of a portion of a material, expressed in
grams per millilitre (g/ml).

4 Apparatus

4.1 Suitable glass pyknometers of capacity 20 ml to 100 ml, shown in Figs. 1 and
2. A metal pyknometer (mass per volume cup) is shown in Fig. 3.

4.2 Thermometer Graduated in divisions of 0.1 °C and accurate to 0.2 °C.

1) ISO/R 758, Method for the determination of density of liquids at 20 °C, describes
a method for the determination of the density of liquids, but this International
Standard is required to meet the special problems of pigmented materials.
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