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Foreword

This translation has been made based on the original Japanese Industrial Standard
revised by the Minister of Economy, Trade and Industry through deliberations at
the Japanese Industrial Standards Committee as the result of proposal for revision
of Japanese Industrial Standard submitted by Japan Paint Manufacturers Association
(JPMA)/Japanese Standards Association (JSA) with the draft being attached, based
on the provision of Article 12 Clause 1 of the Industrial Standardization Law applicable
to the case of revision by the provision of Article 14.

Consequently JIS K 5600-8-3 :1999 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.

JIS K 5600 consists of the following 9 parts under the general title “Testing methods
for paints”;
Part 1: General rule
Part 2: Characteristics and stability of paints
Part 3: Film formability
Part 4: Visual characteristics of film
Part 5: Mechanical property of film
Part 6: Chemical property of film
Part 7: Long-period performance of film
Part 8: Evaluation of degradation of paint coatings
Part 9: Coating powders
JIS K 5600-8 (Part 8) consists of the following 6 sections;
Section 1: General principles and rating schemes
Section 2: Designation of degree of blistering
Section 3: Designation of degree of rusting
Section 4: Designation of degree of cracking
Section 5: Designation of degree of flaking
Section 6: Rating of degree of chalking
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JAPANESE INDUSTRIAL STANDARD JIS K 5600-8-3 : 2008
(ISO 4628-3 : 2003)

Testing methods for paints—
Part 8: Evaluation of degradation of
paint coatings—Section 3:
Designation of degree of rusting

Introduction

This Japanese Industrial Standard has been prepared based on the second edi-
tion of ISO 4628-3 published in 2003 without modifying the technical contents.

The portions given dotted underlines are the matters not stated in the original
International Standard.

1 Scope

This Standard describes a method for assessing the degree of rusting of coatings
by comparison with pictorial standards.

The pictorial standards provided in this Standard show coated steel surfaces which
have deteriorated to different degrees by a combination of rust broken through the
coating and visible underrust.

NOTE 1 The pictorial standards have been selected from the “European rust scale”
published by the European Confederation of Paint, Printing Ink and
Artists’ Colours Manufacturers’ Association (CEPE), Brussels. The cor-
relation between the ISO scale and the “European rust scale” is given
in Annex B, table B.1.

NOTE 2 The correlation between this Standard scale and the rating system of
ASTM D 610, Standard Test Method for Evaluating Degree of Rusting
on Painted Steel Surfaces, is given in Annex B, table B.2.

NOTE 3 The rust formation on uncoated steel surfaces is designated in accor-
dance with ISO 8501-1 (rust grades A, B, C and D).

NOTE 4 ISO 4628-1 defines the system used for designating the quantity and
size of defects and the intensity of changes in appearance of coatings
and outlines the general principles of the system. This system is in-
tended to be used, in particular, for defects caused by ageing and weath-
ering, and for uniform changes such as colour changes, for example
yellowing.

NOTE 5 The International Standard corresponding to this Standard is as fol-
lows.

ISO 4628-3:2003 Paints and varnishes—Evaluation of degradation of
coatings—Designation of quantity and size of defects, and of intensity

of uniform changes in appearance—Part 3: Assessment of degree of rusting
(IDT)

In addition, symbols which denote the degree of correspondence in
the contents between the relevant International Standard and JIS are
IDT (identical), MOD (modified), and NEQ (not equivalent) according
to ISO/IEC Guide 21.
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2 Normative reference

The following standard contains provisions which, through reference in this text,
constitute provisions of this Standard. The most recent edition of the standard (in-
cluding amendments) indicated below shall be applied.

ISO 4628-1:2003 Paints and varnishes—Evaluation of degradation of coatings—
Designation of quantity and size of defects, and of intensity of
uniform changes in appearance—Part 1: General introduction
and designation system

NOTE : ISO 4628-1:2003 is quoted here because JIS K 5600-8-1: 1999 which

3 Term and definition
For the purposes of this Standard, the following terms and definitions apply.

3.1 degree of rusting Ri

rating characterizing the degree of rust formation (rust broken through and visible
underrust) on a coating

4 Assessment

Assess the degree of rusting Ri on a coating by means of the pictorial standards
given in figures 1 to 5. The approximate areas rusted (rust broken through plus
visible underrust) shown on these standards are as indicated in table 1.

Procedures for assessing invisible underrust, if required, shall be agreed between
the interested parties.

Where different degrees of rusting occur in different parts of the area being as-
sessed, indicate these degrees or rusting together with the part where each occurs.

Carry out the assessment under good illumination.

If the average size of the rust spots on the test area differs considerably from
those shown in the pictorial standards, an indication of their size may be given by
reference to table 2 of ISO 4628-1.

The pictorial standards are basically intended for assessing the degree of rusting
of coated steel. They may be used for designating the degree of corrosion of coated
non-ferrous metals if the form of breakdown is comparable with that shown in the
standards.

NOTE : The appropriate areas rusted can be obtained by computer image pro-
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