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Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of Economy, Trade and Industry, through deliberations at
the Japanese Industrial Standards Committee as the result of proposal for establish-
ment of Japanese Industrial Standard submitted by Japan Paint Manufacturers
Association (JPMA)/Japanese Standards Association (JSA) with the draft being
attached, based on the provision of Article 12 Clause 1 of the Industrial Standardization
Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.

JIS K 5601-4 consists of the following 2 sections under the general title “Testing
methods for paint components—Part 4: Analysis for components emitted from film”:

Section 1: Formaldehyde
Section 2: Volatile organic compounds
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JAPANESE INDUSTRIAL STANDARD JIS K 5601-4-2 : 2008

Testing methods for paint components—
Part 4: Analysis for components
emitted from film—Section 2: Volatile
organic compounds

1 Scope This Japanese Industrial Standard specifies the measuring method for the
amount of volatile organic compounds (hereafter referred to as “VOC”) emitted from
the film of paint and coating materials for textured finishes of buildings according to
the small chamber method of approximately 3 L volume.

Moreover, an example of measurement according to 3 L chamber method is shown
in Annex (informative).

2 Normative references The following standards contain provisions which, through
reference in this text, constitute provisions of this Standard. The most recent editions
of the standards (including amendments) indicated below shall be applied.

JIS A 1901 Determination of the emission of volatile organic compounds and al-
dehydes for building products—Small chamber method

JIS A 1965 Determination of volatile organic compounds in indoor and test cham-
ber air by active sampling on Tenax TA(R) sorbent, thermal desorp-
tion and gas chromatography using MS/FID

JIS A 1966 Indoor air—Sampling and analysis of volatile organic compounds by
sorbent tube/thermal desorption/capillary gas chromatography—
Pumped sampling

JIS A 6909 Coating materials for textured finishes of buildings

JIS H 4000 Aluminium and aluminium alloy sheets, strips and plates
JIS K 0114 General rules for gas chromatographic analysis

JIS K 5500 Glossary of terms for coating materials

JIS K 5600-1-1 Testing methods for paints—Part 1: General rule—Section 1: Gen-
eral test methods (conditions and methods)

JIS K 5600-1-2 Testing methods for paints—Part 1: General rules—Section 2: Sam-
pling

JIS K 5600-1-4 Testing methods for paints—Part 1: General rule—Section 4: Stan-
dard panels for testing

JIS K 5600-1-6 Testing methods for paints—Part 1: General rule—Section 6: Tem-
peratures and humidities for conditioning and testing

JIS K 5670 Non aqueous dispersion acrylic paint
JIS R 3202 Float glass and polished plate glass

3 Terms and definitions For the purpose of this Standard, the terms and defini-
tions in JIS A 1901 and JIS K 5500 and the following apply.
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