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Anticorrosive palint for general use K 3621-1992

l. Scope Thils Japanese Industrial Standard specifies the anticorrosive
paint for general use to be used in primary ccoat of steel products, steel
structures or the like.

Remarks 1. The anticorrosive paint for general use speclfied herein
. are of liquid paint of air drylng property due to
oxidatlon, sultable for brushing or spraying, and are
manufactured by mixing the anticorrosive pigment into
boiled o1l or varnish.,

2. The standards cited in this Standard are shown in Attached
Table l »

3. The terms used in this Standard shall comply with JIS K

. 3500,

2. Types The anticorrosive palnt for general use is classified into
three types as shown below:

(1) Type 1l: That of which vehicle is of the boiled oil, and used for steel
products and steel structures.,

(2) Type 2: That of which vehicle is of the varnish, and used for steel
products and steel structuras,

(3) Type 3: That of which vehicle is of the varnish, with quick drying
property and mainly used for the short term anticorrosion of
steel products or steel structuras.

3. Quality The quality of the anticorrosive paint for general use shall
comply with the requirements specified in Table 1 when it is subjected to
the tests specified in 5.
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Table 1. Quality
Ttem _LQualiﬁzﬁfequirements r i
| Type 1 Type 2 Type 3

Condition in To get homogeneous free from any hard mass, when
container stirred
Application Not to cause any trouble in Not to cause any
properties brushing trouble in spraying ,
Drying time h Within 20 Within 8 Within 2
(tack free)
Appearance of To be normal
paint f£ilm
Overcoatability | Not to cause any trouble in overcoating
Flexibility To withstand bending around mandrel of 6 mm diameter
Adhesive No peeling—off is found.
stabllity
Salt water Not to present any
resistance abnormality, even

if immersed in
sodium chloride
solution for 96 h.

il il

Comblined cycle To withstand the test of 28 cycles

anticorrosiveness

Heating residue Not less than Not less than
% %0 70

Not less than
60

After the test period of 6 months,
no rusting shall be found on the
surface of paint f£ilm and the degree
of rusting shall not be larger than
that of the evaluation sample when
the paint film is peeled off.

Corrosion
resistance

After the test
period of 3 months,
no rusting shall
be found on the
surface of paint
film and the degree
of rusting shall
not be larger than
that of the
evaluation sample
when the paint

film 1s peeled off.
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