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JAPANESE INDUSTRIAL STANDARD J IS

Calcium plumbate anticorrosive palnt K 5629-1992

1, Scope This Japanese Industrial Standard specifies calcium plumbate
anticorrosive paint to be used for first coating malnly onto galvanized
steel products.

Remarks 1. The calcium plumbate anticorrosive palnt specified in this
Standard is liquid paint which 1Is manufactured by compounding
the calcium plumbate as the anticorrosive pigment with
varnish and has alr drylng nature by oxydation, and sultable
to coating by brushing or spraying.

2. The standards cited in this Standard are shown in Attached
Table 1.

3. The terms used in this Standard shall comply with JIS
K 5500.

2. Quality The quality of the calcium plumbate anticorrosive paint shall
comply with the requlrements specified in Table 1 when it is subjected to
the tests specified 1n 4.

Table 1. Quality

Item Quality requirements

Condition in container | To get homogeneous free from any hard mass,
{ when stirred.

Application properties j Not to cause any trouble in brushing.

Drying time h Within 8.
(semi-hardened drying) |
Appearance of paint To be normal.
film
_ {
Overcoatability Not to cause any trouble to overcoating.

Flexibility To withstand bending around a mandrel of
6 mm diameter. -

Adhesion stability No peeling-off is found.

Salt water resistance Not to present any abnormality, even if immersed
in sodium chloride solution for 96 h.

Adhesion

Not to present abnormality.
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Table 1 (Continued)
— e —
Item Quality requirements

Heating residue A Not less than 70.

Calcium plumbate in Not less than 20,

solvent insoluble

matter (2Ca0-:Pb0,) A

Weather resistance - Not to present swell, cracks or peeling-off
when tested for 12 months.

3. Evaluation samples The evaluation samples shall be in accordance with
the requirements in Table 2 according to the classification specified in 3.6.1

(Evaluation samples) of JIS K 5400.

Table 2. Ewvaluation samples .
Tyl I .l e i
. Classification of evaluation sample
Test item Obse?vatiun item : Setting Quallty
_ _ - 1 orm method level
Appearance of Color and gloss Samples of { Agreement Standard
palnt film paint film { samples or | samples
n or paint i manufac-
‘Irregular color, - turer's Boundary
irregular gloss, samples samples
brushing marks,
‘ running, wrinkling

4. Test methods

4.1 Sampling method Sampling shall be made by the method specified in 2.
(Sampling method) of JIS K 5400. -

4.2 General condition for testing The general condition for testing shall
be in accordance with the following unless specified in 3. (CGeneral conditions
for testing) of JIS K 5400 and 2. (Common matters) of JIS K 5407.

(1) Test panels The test panels shall comply with the requirements of
JIS K 5410, A steel sheet (150 mm x 70 mm x 0.8 mm) shall be used
unless otherwise specified, and the test pieces shall be prepared in
accordance with 3.3 (Preparation of test pieces) of JIS K 5400.
For the tests of salt water resistance, adhesion and weather resistance,
the zinc-plated steel sheet SGH 400 ZC Z27 specified in JIS G 3302
shall be used. The dimensions of the test panels shall be 150 mm x
/0 mm x 2.3 mm for the tests of salt water resistance and adhesion,
and 300 mm x 150 mm x 2.3 mm for the tests of weather resistance.

Documents


http://avadocuments2026.com/doc/jis-k-5629-1992
http://avadocuments2026.com/doc/jis-k-5629-1992

