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@ JAPANESE INDUSTRIAL STANDARD JIS

Etching primer K 5633-1995

1. Scope  This Japanese Industrial Standard specifies etching primer.

Remarks 1. Etching primer for metal coating is classified into two, one is
for increasing an adhesive property of paint system on metal
substrate, and the other is for bestowing anticorrosive property
during temporal period from the substrate conditioning of a
steel plate to beginning of full-scale coating, and this primer is
the primary coat to treat first metal surface, which applies
immediately after cleaning substrate, then rust inhibiting
coating 1s applied and top coat is additionally applied to con-

struct a paint system.

Etching primer, containing phosphoric acid or phosphoric
acid plus chromate pigments for making reaction with sub-
strate metal, is liquid coating whose main vehicle 1s alcoholic
solution of vinyl butyral resin or the like, and is paired by
main component and additive component which are to be mixed
immediately before servicing.

2. The following standards are cited in this Standard:
JIS K 5400 Testing methods for paints
JIS K 5407 Testing methods for paint components
JIS K 5410 Panels for testing of paints
JIS K 5500 Glossary of paint terms
JIS K 8230 Hydrogen peroxide
JIS K 8541 Nitric acid
JIS K 8839 2-propanol
JIS K 8903 4-Methyl-2-pentanone (Methy! isobutyl ketone)
JIS K 8913 Potassium 1odide
3. The terms used in this Standard shall follow JIS K 5500.

2. (Classification Clagsification shall be as follows:

(1} Class 1 The product is to be applied for the purpose of increasing adhe-
sive property on metal substrate, and after applying it other coatings are to
be applied within several days.

(2) Class 2 The product is to be applied for the purpose to bestow anti-
corrosive property during temporal period from after the conditioning of
steel substrate to beginning of full-scale coating, and after applying it other
coatings are to be applied within several months.

3. Quality The quality shall conform to the requirements in Table 1 when
tested according to 5.
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