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@ JAPANESE INDUSTRIAL STANDARD JIS

Cashew resin paints K 5641-1995

Scope This Japanese Industrial Standard specifies the cashew resin paints
which can be used for overcoating on wooden products or metal products mainly
used indoor.

Remarks 1. Cashew resin paints are classified into cashew resin varnish and
cashew resin enamel, the former is transparent or opaque, and
the latter is opaque or transparently colored, both of which are
liquid oxidation-dryable type coating and can form paint film by
natural drying,

Cashew resin varnish, of which main component is cashew nut
shell liquid, is manufactured by condensation with phenols and
aldehydes, and then diluted with solvent.

Cashew resin enamel is manufactured by dispersing pigments
or dyestuff in cagshew resin varnish.

2. The standards cited in this Standard are as {ollows.

JIS K 2201
JIS K 5400
JIS K 5407
JIS K 5410
JIS K 5500
JIS K 5646
JIS R 6253
JIS Z 8401
JIS Z 8721

Gasoline for industrial purpose

Testing methods for paints

Testing methods for paint components
Panels for testing of paints

Glossary of paint terms

Cashew resin undercoats

Waterproof abrasive papers

Rules for rounding off of numerical values

Colour specification - Specification according to their
three attributes

3. The terms used in this Standard shall follow JIS K 5500.

Classification Classification shall be as follows.

Cashew resin varnish Class 1 Paint film shall have color and gloss similar

to transparent glossy lacquer.

Cashew resin varnish Class 2  Paint film shall have color and gloss similar

to mat lacquer.

Cashew resin varnish Class 3 Paint film shall have tinged color, and gloss

similar to lacquer.

Cashew resin enamel White
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(5) Cashew resin enamel Tint(1)

(6) Cashew resin enamel Black

(7) Cashew resin enamel Transparent color(2)

(8) Cashew resin enamel Other colors

Notes (1) Tint means light color, like gray or cream, appeared on the paint
film of the coating manufactured by using white paint as a main
component, and its lightness V shall be 6 or more to and excluding 9
according to JIS Z 8721.

(2) Transparent color means the color of coating through which the
color of undercoat can be seen when the coating was applied on it.

3. Quality The gquality shall conform to the requirements in Table 1 when
tested according to 5.
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Table 1. Quality
Item Classification
Cashew resin varnish Cashew resin ename)
Class 1 Class 2 Class 3
Condition in container - When being stirred, it
makes uniform condition
without any hard lumps.
Transparency To be transparent. -
Color number Liquid diluted Liquig diluted | Liquid diluted -
(Gardner) by 1:60 shall by 1:10 shall by 1:2 ahall
have 18 or less. | have 18 or less.| have 18 or leas.
Application properties No impediment for application work.
Drying | Dry to touch 5 max. 6 max. 18 max.
time h
Hard dry 18 max. 20 max.
Grindability Easily grinding when making wet sanding. -
Recoatability No impediment for recoating work.
Bleeding - No bleeding
(not applicable to
white)(3)
Thick coat test No wrinkling when making thick coat.
Appearance of paint No unusualness in appearance of paint film.
film
Contrast ratio - 0.9 or more for white,
fnot applicable to tint or black, and 0.6 or
transparent color(2)] more for other colors.
Specular gloss - 90 min.
(60°)(%)
Pencil seratch value HB or harder
(tester method)
Stain resistance To be stain resistant.
(not applicable to
flatting paint)
Print resistance Degree of printing shall not be serious.
Water resistance No unusualness when immersed in water.
Acid resistance No unusualpess when im- —
mersed in sulfuric acid
(1+1) at 50°C for 96 hours.
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