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JAPANESE INDUSTRIAL STANDARD JIS
Cashew resin undercoats K 5646-1995

1. Scope This Japanese Industrial Standard specifies the cashew resin under-
coats which can be used mainly for undercoating or intermediate-coating when
cashew resin enamel is applied.

Remarks 1. Cashew resin undercoats is the opaque liquid or pasty, oxidation-
dryable coating which are manufactured by dispersing pigments
in the vehicle of cashew resin varnish, and can form paint film by
natural drying.

2. The standards cited in this Standard shall be listed as follows.

JIS K 2201
JIS K 5400
JIS K 5407
JIS K 5410
JIS X 5500
JIS K 5641
JIS R 6253

Gasoline for industrial purpose
Testing methods for paints

Testing methods for paint components
Panels for testing of paints

Glossary of paint terms

Cashew resin paints

Waterproof abrasive papers

3. The terms used in this Standard shall follow JIS K 5500.

2. Classification Classification shall be as follows.

(1) Cashew resin primer(})

(2) Cashew resin putty(2)

(3) Cashew resin surfacer(3)

Notes (1) Mainly for primary coating of metal part.

(2) Mainly for undercoating of wooden part.

(3) Mainly for intermediate-coating of wooden part.

3. Quality The quality shall conform to the requirements in Table 1 when

tested according to 5.
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K 5646-1995

Table 1.

Quality

Item

Classification

Cashew resin primer

Cashew resin putty

Cashew resin surfacer

Condition in container

When being stirred,
it makes uniform
condition without
any hard lumps.

It is uniform without
any lumps.

When being stirred,
it makes uniform
condition without
any hard lumps.

Skinning property

No skinning.

No skinning.

Application properties

No impediment for application work

Drying time h

8 max.

Grindability

Easily grinding when making wet sanding.

Overcoatability

No impediment for overcoating work.

Bleeding

No bleeding.

Appearance of paint

film

Normal in appearance of paint film.

Flexibility

Endurable for bend-
ing around the shaft
with 10 mm diameter.

Shock resistance

No cracking and peeling owing to the deformation caused
by the shock of the weight dropped from 500 mm height.

Adhesive property
(X cut tape method)
(evaluation markas)

8 min.

Thermal resistance of
film

No apparent change
by heating.

Salt water resistance

No unusualness
when immersed in
sodium chleride

solution.
Cool-heat cycling Endurable for cool-heat cycling test.
resistance
Heating residue % 60 min. 75 min. 65 min.
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