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K 5653 : 2003

Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of Economy, Trade and Industry through
deliberations at the Japanese Industrial Standards Committee, as the
result of proposal for revision of Japanese Industrial Standard submitted
by the Japan Paint Manufacturers Association (JPMA)/the Japanese
Standards Association (JSA) with the draft being attached, based on
the provision of Article 12 Clause 1 of the Industrial Standardization
Law applicable to the case of revision by the provision of Article 14.
Consequently JIS K 5653 : 2002 is replaced with this Standard.

Date of Establishment: 1979-03-01

Date of Revision: 2003-03-20

Date of Public Notice in Official Gazette: 2003-03-20

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Chemical Products

JIS K 5653:2003, First English edition published in 2004-05

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2004

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.
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JAPANESE INDUSTRIAL STANDARD @ JIS K 5653 : 2003
- Acrylic resin varnish

1 Scope This Japanese Industrial Standard specifies the acrylic resin varnish (hereafter
referred to as “varnish”), which is mainly used for concrete, mortar base, cement roof tile
or cement-system building materials of construction.

Remarks: The varnish shall not contain any formaldehyde-system antiseptics, urca-
system resin, phenol-system resin or melamine-system resin.

Information: The varnish specified in this Standard is liquid, transparent, volatile-
drying paint composed of thermoplastic acrylic resin as main coating
film forming element. It is used by spraying, in general, and the trans-
parent coating film is formed in a relatively short time by air-drying.

2 Normative references The following standards contain provisions which, through
reference in this Standard, constitute provisions of this Standard. The most recent editions
of the standards (including amendments) indicated below shall be applied.

JIS A 5430 Fiber reinforced cement boards

JIS G 3141 Cold-reduced carbon steel sheets and strip
JIS K 2235 Petroleum waxes

JIS K 5500 Glossary of terms for coating materials

JIS K 5600-1-1 Testing methods for paints—Part 1 : General rule—Section 1 : Gener-
al test methods (conditions and methods)

JIS K 5600-1-2 Testing methods for paints—Part 1 : General rule—Section 2 : Sam-
pling of products

JIS K 5600-1-3 Testing methods for paints—Part 1 : General rule—Section 3 : Exami-
nation and preparation of samples for testing

JIS K 5600-1-4 Testing methods for paints—Part 1 : General rule—Section 4 : Stan-
dard panels for testing

JIS K 5600-1-6 Testing methods for paints—Part 1 : General rule—Section 6 : Tem-
peratures and humidities for conditioning and testing

JIS K 5600-1-8 Testing methods for paints—Part 1 : General rule-—Section 8 : Refer-
ence sample

JIS K 5600-2-1 Testing methods for paints—Part 2 : Characteristics and stability of
paints—Section 1: Colour number (Gardner method)

JIS K 5600-2-2 Testing methods for paints—Part 2 : Characteristics and stability of
paints—Section 2 : Viscosity

JIS K 5600-3-3 Testing methods for paints—Part 3 : Film formability—Section 3 :
Through-dry

IS K 5600-4-3 Testing methods for paints—Part 4 : Visual characteristics of
film—Section 4 : Colorimetry (Principles)
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