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UDC 667. 633. 26: 678. 744. 3

G D JAPANESE INDUSTRIAL STANDARD JIS

Acrylic resin enamel K 5654-1992

1. Scope This Japanese Industrial Standard specifies the acrylic resin
enamel (hereaftler referred to as the enamel), which is mainly used for the facing
of buildings of ¢oncrete, mortar base or the like, cement roof tile, or the building
materials of cemhent system.

Remarks 1.

2.  Quality

The enamel specified in this Standard is composed of the paint
film forming elements such as the liquid, colored, opaque and
volatile paint and the thermoplastic acrylic resin. It is mainly
used by spraying or brushing, and the colored and opaque
paint film is formed in a relatively short time by air drying or
the hke.

The standards cited in this Standard are shown follows.
JIS K 5400 - Testing methods for paints

JIS K 5407 - Testing methods for paint components

JIS K 5410 - Panels for testing paints

JIS K 5500 - Glossary of paint terms

JIS K 8575 - Calcium hydroxide

JIS Z 8401 - Rules for rounding off of numerical values

JIS Z 8721 - Specification of colours according to their three
attributes

The terms used in this Standard shall comply with JIS K
5500. '

The quality of the enamel shall comply with the requirements

specified in Table 1 when it is subjected to the tests specified in 4.
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Condition in contain{ar

When stirred to mix,
hard lump.

Table 1. Quality

Quality

it shall become homogeneous free from

— -
Application properties

Not troeublesome in coating works of double coating.

Within 2

Drying time (dry-hard) h

Bleeding (1)
(except white color)

No blgeding shall be found.

Appearance of paint iﬁlm

'i‘he appearance of paint film shall be normal.

Contrast ratio '
(white and tint) (*) |

Not less than 0.90

Specular gloss

t Not less than 75

Impact resis ance
(falling ball type)

Water resistance

b P

No cracks and peeling-off shall be found even when it is

impacted by the weight.

No al::narmal{ty shall
144 h,

be found when immersed in water for

Alkali resistance

No abnormality shall
24 h.

be found when immersed in alkali for

Humidity he[ai:/cnltd ;
repetition resistance

il

It shall withstand hu

I-a_i%ss than 45

mid heat/cold repetition.

Heating " ‘W.hlte and tint
%

residue Other colors

Not Iésss than 35

Accelerated weather
resistance '

e -4

The gloss holding ratio shall be 70 % or more, and the

chalking degree shall

be 8 points or more. No swell, cracks

or peeling-off shall be found, and the change in color shall
not be larger than that of the evaluation samples.

Weather resistance

Note () |The item of bleedir

The c]halking degree shall be 4 points or more. No swell,
cracks or peeling-off shall be found, and the change in color

and %loss shall not be larger than that of the evaluation

samples.

g may be exempfed for the enamel which uses the

pigment with bleeding according to the agreement between the par-
ties concerned. In this case, the

the container in obedience to 6. (6).

exemption shall be so marked on

(2) 'Tint means light colors such as gray, pink, cream, light green and

than 9r

3. Evaluation sarﬁp_les

The evaluation sa

light blue which appear in the paint film of the paint which is manu-
factured by the main component of white enamel, and its brightness
V 1n accordance with JIS Z 8721

shall be not less than 6 and less

mples shall be in accordance with

the requirements in Table 2 according to the classification specified in 3.6.1

(Samples) of JIS K 5400.
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