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K 5658 : 2010 

Foreword 

This translation has been made based on the original Japanese Industrial Standard 
revised by the Minister of Economy, Trade and Industry through deliberations at 
the Japanese Industrial Standards Committee as the result of proposal for revision 
of Japanese Industrial Standard submitted by Japan Paint Manufacturers Association 
(JPMA)/Japanese Standards Association (JSA) with the draft being attached, based 
on the provision of Article 12 Clause 1 of the Industrial Standardization Law applicable 
to the case of revision by the provision of Article 14. 

Consequently JIS K 5658: 2002 and JIS K 5656: 2003 have been revised and withdrawn, 
respectively and are replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict 
with a patent right, application for a patent after opening to the public, utility model 
right or application for registration of utility model after opening to the public which 
have technical properties. The relevant Minister and the Japanese Industrial Standards 
Committee are not responsible for identifying the patent right, application for a patent 
after opening to the public, utility model right or application for registration of utility 
model after opening to the public which have the said technical properties. 

(ii) 
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JAPANESE INDUSTRIAL STANDARD JIS K 5658 : 2010 

Long durable top coats for constructions 

1 Scope 

This Japanese Industrial Standard specifies the long durable top coats for construc­
tions (hereafter referred to as "coating") used for the fine finishing coats for the con­
crete, cement, mortar surface, precast concrete, etc. of construction. This Standard is 
applied to the coating in which fluorocarbon resin, silicone resin or polyurethane resin 
is used as the main material and the base resin and the hardener are hardened by 
mixing. 

2 Norma ti ve references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards 
(including amendments) indicated below shall be applied. 

JIS A 1408 Test methods of bending and impact for building boards 

JIS A 5430 Fiber reinforced cement boards 

JIS G 3141 Cold-reduced carbon steel sheet and strip 

JIS K 5500 Glossary of terms for coating materials 

JIS K 5600-1-1 Testing methods for paints-Part 1: General rule-Section 1: Gen­
eral test methods (conditions and methods) 

JIS K 5600-1-2 Testing methods for paints-Part 1: General rules-Section 2: Sam­
pling 

JIS K 5600-1-3 Testing methods for paints-Part 1: General rule-Section 3: Ex­
amination and preparation of samples for testing 

JIS K 5600-1-4 Testing methods for paints-Part 1: General rule-Section 4: Stan­
dard panels for testing 

JIS K 5600-1-6 Testing methods for paints-Part 1: General rule-Section 6: Tem­
peratures and humidities for conditioning and testing 

JIS K 5600-1-7 Testing methods for paints-Part 1: General rule-Section 7: De­
termination of film thickness 

JIS K 5600-1-8 Testing methods for paints-Part 1: General rule-Section 8: Ref­
erence sample 

JIS K 5600-2-6 Testing methods for paints-Part 2: Characteristics and stability 
of paints-Section 6: Pot life 

JIS K 5600-3-2 Testing methods for paints-Part 3: Film formability-Section 2: 
Surface-drying test (Ballotini method) 

JIS K 5600-4-1 Testing methods for paints-Part 4: Visual characteristics of film­
Section 1: Hiding power (for light-coloured paints) 

JIS K 5600-4-3 Testing methods for paints-Part 4: Visual characteristics of film­
Section 3: Visual comparison of the colour of paints 
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JIS K 5600-4-5 Testing methods for paints-Part 4: Visual characteristics of film­
Section 5: Colorimetry (Measurement) 

JIS K 5600-4-6 Testing methods for paints-Part 4: Visual characteristics of film­
Section 6: Colorimetry (Calculation of colour differences) 

JIS K 5600-4-7 Testing methods for paints-Part 4: Visual characteristics of film­
Section 7: Specular gloss 

JIS K 5600-6-1 Testing methods for paints-Part 6: Chemical property offilm-Sec­
tion 1: Resistance to liquids (General methods) 

JIS K 5600-7-4 Testing methods for paints-Part 7: Long-period performance of 
film-Section 4: Humidity and cool-heat cycling test 

JIS K 5600-7-6 Testing methods for paints-Part 7: Long-period performance of 
film-Section 6: Natural weathering 

JIS K 5600-7-7 Testing methods for paints-Part 7: Long-period performance of 
film-Section 7: Accelerated weathering and exposure to artificial 
radiation (Exposure to filtered xenon-arc radiation) 

JIS K 5600-8-1 Testing methods for paints-Part 8: Evaluation of degradation of 
paint coatings-Section 1: General principles and rating schemes 

JIS K 5600-8-6 Testing methods for paints-Part 8: Evaluation of degradation of 
paint coatings-Section 6: Rating of degree of chalking 

JIS K 6741 Unplasticized poly (vinyl chloride) (PVC-U) pipes 

JIS K 8575 Calcium hydroxide (Reagent) 

JIS K 8951 Sulfuric acid (Reagent) 

JIS Z 8401 Guide to the rounding of numbers 

JIS Z 8721 Colour specification-Specification according to their three attributes 

JIS Z 8722 Methods of colour measurement-Refiecting and transmitting objects 

3 Terms and definitions 
For the purposes of this Standard, the terms and definitions given in JIS K 5500 

apply. 

4 Classification 
The grade of coating shall be classified according to the degree of weather resis­

tance and made to be Class 1, Class 2 and Class 3 in the order of the excellence of 
weather resistance. 

5 Quality 
The quality of coating shall satisfy table 1 when tested in accordance with clause 7. 
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Item 

Conditions in container 

Surface-drying 23°C 

property 5°C 

Appearance of film 

Pot life 

Contrast ratio % 
[white/tint a)] 

Specular gloss 

Impact resistance 

Adhesive property 
(cross-cut test) 

Recoa ta bili ty 

Alkali resistance 

Acid resistance 

Humidity and cool-heat 
cycling test 

Accelerated weather 
resistance 

Natural weathering 
resistance 
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Table 1 Quality 

Grade Test 

Class 1 Class 2 Class 3 method 

Coating shall be uniform condition without any hard lump. 7.4 

Surface is dried within 8 h. 
7.5 

Surface is dried within 16 h. 

Normal 7.6 

5h 7.7 

90 min. 7.8 

70 min. 7.9 

No cracking and flaking. 7.10 

Classification 1 or classification 0 7.11 

No hindrance 7.12 

No abnormality 7.13 

No abnormality 7.14 

Withstand humidity and cool-heat cycling 7.15 

After the irradiation for specified time, there is no cracking, flaking 
and blister in film, the colour difference of sample shall not be large 
as compared with the colour difference of reference sample, and 
furthermore the grade of chalking be 1 or o. 
The gloss retaining The gloss retaining The gloss retaining 7.16 

ratio after the ratio after the ratio after the 
irradiation period irradiation period irradiation period 
for 2 500 h shall be for 1 200 h shall be for 600 h shall be 
not less than 80 %. not less than 80 %. not less than 70 %. 

The gloss retaining The gloss retaining The gloss retaining 
ratio shall be not ratio shall be not ratio shall be not 
less than 60 %, the less than 40 %, the less than 30 %, the 
colour difference of colour difference of colour difference of 
sample be not large sample be not large sample be not large 
as compared with as compared with as compared with 7.17 
the colour difference the colour difference the colour difference 
of reference sample of reference sample of reference sample 
and the grade of and the grade of and the grade of 
chalking be 1 or o. chalking be 2, 1 or o. chalking be 3, 2, 1 

or o. 
Note a) Tint means light colours such as gray, pink, cream, light green and light blue appeared 

on the film of coating which is manufactured by using white enamel as its main compo-
nent, and its lightness V in accordance with JIS Z 8721 is 6 or over to and excluding 9. 

6 Reference sample 

The reference samples shall be as shown in table 2 according to the classification 
specified in JIS K 5600-1-8. 
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Table 2 Reference sample 

Classification of reference sample 
Test item Observation item 

Form Setting system Quali ty level 

Colour, gloss, 
Film sample or Agreed sam pIe or Standard sample 

Appearance of film unevenness, wrinkle, 
dent and shedding 

coating sample in-house sample or criteria sample 

Accelerated weather Change of colour 
resistance (colour difference) 

Change of gloss (by Coating sample In-house sample Criteria sample 
Natural weathering visual observation) 
resistance Change of colour 

(colour difference) 

7 Test method 

The test method shall be as follows. 

NOTE: About 2 L of sample is required for the tests for the items as shown in 
table 1. In addition, the graphic procedures of test for the qualities as 
shown in table 1 are given in Annex C. 

7.1 Sampling 

The sampling shall be in accordance with JIS K 5600-1-2. 

7.2 Examination and preparation of sample for testing 

The examination and preparation of samples for testing shall be performed in 
accordance with JIS K 5600-1-3. 

7.3 General conditions for testing 

General conditions for the testing shall be as follows. 

a) Site for testing and source of light at observation The site for testing and 
of light observation shall be as follows. 

1) The conditioning and testing shall be carried out in a room under the standard 
conditions as specified in 4.1 of JIS K 5600-1-6 [temperature of 23°C ± 2°C, 
relative humidity of (50 ± 5) %], which is free from direct radiation of sunlight 
and which has less effect of gases, steam, dust, etc. on conditioning and test­
ing, with minimum draft (hereafter referred to as "standard conditions"). How­
ever, in 7.5, 7.15, 7.16 and 7.17 where the site for testing with other conditions 
can be used, specifications in the respective specifications shall be applied. 

2) The light source for observation shall be the diffused daylight specified in 5.2 
of JIS K 5600-4-3. The booth for colour observation specified in 5.3 of JIS K 
5600-4-3 may also be used. 

b) Preparation of test piece The test panel which is coated with coating and dried 
shall be taken as a test piece. The preparation of test pieces shall be as follows. 
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