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JAPANESE INDUSTRIAL STANDARD
@JIS K 5663-1995
Synthetic resin emulsion paints

December 1996
ERRATA

Page 10
Informative refernce Table 1

In the column of Dimensions in the line of No.5.6, replace "500x200x2" by
"200x100x2".

Remarks : This errata is for correcting the first edition of this Standard.
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In the event of any doubt arising,
the original Standard in Japanese is to be final authority.
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JAPANESE INDUSTRIAL STANDARD JIS
Synthetic resin emulsion paints K 5663-1995
1. Scope This Japanese Industrial Standard specifies synthetic resin
emulsion paints.
Remarks 1. The synthetic resin emulsion paint is a liquid coating of
which the main materials are synthetic resin emulsion and
pigments.

2. The standards cited in this Standard shall be listed as
follows.

JIS K 2235 Petroleum waxes

JIS K 5400 Testing methods for paints

JIS K 5410 Panels for testing of paints

JIS K 5500 Glossary of paint terms

JIS K 6734 Rigid polyvinyl chloride sheets and films
JIS K 8575 Calcium hydroxide

JIS Z 8401 Rules for rounding off of numerical values

JIS Z 8721 Colour specification - Specification according
to their three attributes

3. The terms used in this Standard shall follow JIS K 5500.

2. Classification Classification shall be as follows.

(1) Class 1 Mainly for outdoor.

(2) Class 2 Mainly for indoor.

3. Quality The quality shall conform to the requirements in Table 1 when
tested according to 5.
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Table 1. Quality

Item

Classification

Class 1

Class 2

Condition in container

When being stirred, it makes uniform condition

without any hard lumps.

Application properties

No impediment for brushing work when making twice

coatings.

Low-temperature
stability

No deterioration when cooled at -5°C.

Drying time h

20°C

2 max.

5°C

4 max.

Appearance of paint

film

Normal in appearance of paint film.

Contrast ratio [white

and tint(')]

0.93 min.

0.95 min.

Water resistance

No unusualness when
immersed for 96 h.

Alkali resistance

No unusualness when
immersed for 48 h,

No unusualness when
immersed for 18 h.

Washability

Endurable for washings
of 500 times.

Endurable for washings
of 100 times.

Accelerated weather

reslistance

The degree of chalking
is 8 marks or higher,
there are no swelling,
peeling, and cracking,
and the degree of color
change 1s not larger
than that on evaluation
sample.

Weather resistance

After 12 month test,
there are no swelling,
peeling, and cracking,
and the degree of color
change and chalking is
not larger than that on
evaluation sample.

Note (') Tint means light color like gray, pink, cream, light greem, light
blue, or others, appeared on the paint film of the coating manu-
factured by using white enamel as its main component, and its
lightness IV shall be from 6 to and excluding 9 according to JIS

Z 8721.
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