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Multicolor paint
July, 1996
ERRATUM
Page 4, in the 2nd line from the bottom line

Replace " to 4.3 of JIS K 5581, " with:
" to 4.2(2) of JIS K 5581, "

Remarks:This errata is for correcting the first edition of this Standard.
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In the event of any doubt arising,
the original Standard in Japanese is to be final authority.
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@ JAPANESE INDUSTRIAL STANDARD JIS

Multicolor paint K 5667-1995

1. Scope This Japanese Industrial Standard specifies the multicolor paint of
which once applying gives the finish of multicolor pattern.

Remarks 1. Multicolor paint is suspended liquid or gelatinous particles that
have 2 or more colors, and is capable of finishing color scatter-
ing pattern by once application.

2. The following standards are cited in this Standard:
JIS K 5400 Testing methods for paints
JIS K 5410 Panels for testing of paints
JIS K 5500 Glossary of paint terms
JIS K 5581 Vinyl chloride resin varnish
JIS K 5663 Synthetic resin emulsion paint
JIS K 8575 Calcium hydroxide
3. The terms used in this Standard shall follow JIS K 5500.

2. Classification Classification shall be as follows:

(1) Class 1 Mainly for exterior.

(2) Class 2 Mainly for interior.

3.  Quality The quality shall conform to the requirements in Table 1 when
tested according to 5.

Table 1. Quality

Item Classification

Class 1 Class 2

Condition in con- When being stirred, it makes uniform condition without any hard
tainer lumps.

Application proper- | No impediment when making application working by spraying or
ties brushing.

Drying time (h) 24 max.
(tack free)

Appearance of paint | Normal in appearance of paint film.

film
Light fastness — The degree of color change is
(mercury lamp type) not larger than that on evalua-
tion sample.
Water resistance No unusualness when immers- -
ed in water for 96 h.
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