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Synthetic resin putty

@ JAPANESE INDUSTRIAL STANDARD

1. Scope

JIS

K 5669-1995

This Japanese Industrial Standard specifies synthetic resin putty

(hereafter referred to as "putty") which is to be used for making substrate when
the surface of such as plywood, asbestos cement sheet, gypsum board, mortar, and
concrete, will be finished with synthetic resin emulsion paint.

Remarks 1. The putty specified in this Standard is composed of synthetic
resin emulsion, pigments, and filler as main materials, and is

pasty material manufactured by mixing them sufficiently.

2. The following standards are cited in this Standard:

JIS G 4305
JIS H 3100

JIS K 5400 Testing methods for paints
JIS K 5407 Testing methods for paint components
JIS K 5410 Panels for testing of paints
JIS K 5500 Glossary of paint terms
JIS K 5663 Synthetic resin emulsion paints
JIS K 8575 Calcium hydroxide
JIS R 1802 Porcelain basins for chemical analysis
JIS R 6252 Abrasive papers
3. The terms used in this standard shall follow JIS K 5500.

2.  Classification This putty is classified as in Table 1 according to the condi-

tion of the site it is used and the thickness of its film.

Table 1. Classification

Classification

Details

Waterproof type for
thin film

Serviceable in the site where waterproof is required
and manufactured to make at the largest 0.5 mm film
thickness by one application.

Waterproof type for
thick film

Serviceable in the site where waterproof is required
and manufactured to make at the largest 1.5 mm film
thickness by one application.

General use type for
thin film

Serviceable in the site where waterproof is not
required and manufactured to make at the largest 0.5
mm film thickness by one application.

General use type for
thick film

Serviceable in the site where waterproof is not
required and manufactured to make at the largest 1.5
mm film thickness by one application.
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Cold rolled stainless steel plates, sheets and strip

Copper and copper alloy sheets, plates and strips
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