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@ JAPANESE INDUSTRIAL STANDARD J IS

Mimeograph Ink K 5704-1957
(Reaffirmed: 1983)

1. Scope

This Japanese Industrial Standard specifies printing ink for mimeo-
graph printing use, hereinafter referred to as the "ink".

. Remark: The mimeograph ink consists mainly of carbon black or
other pigment and paint; mineral oil, vegetable ocil; and
natural or artificial resin compounded.

2. Quality

The ink shall conform to the requirements given in the Table below.

Skin, foreign matter or lump

Condition in container s
t are not recognized.

Colour
Odor
Small difference as compared
D . with standard sample.
ensity

Roller test

Degree of osmosis (mm) | 30 or less after 30 min

Colour of vehicle Gardner's colour No. 6 or less

Degree of kneading and

coarse grain size 3 lines or less at 17.5 u

. . Small difference as compared
Specific gravity with standard sample.

3. Standard Sample

The standard sample shall be decided upon consultation between the
partiés concerned and shall have the constituents shown in 1. and the
condition in the container, osmosis degree, vehicle colour, degree of

kneading and coarse grain shall conform to the requirements of specifica-
tions,

4, Specimen Sampling Method

One container filled with the ink shall be sampled at random per the
products by one charge of manufacturing, and approx. 200 g shall be
extracted into an container shut up tightly in a way representing the whole
products. The person sampled at this time shall perform the test in 5.1,
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