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JAPANESE INDUSTRIAL STANDARD J IS

Household paint for intericr wall K 5960-1993

l. Scope This Japanese Industrial Standard specifies the household paint
for interior wall. '

Remarks 1. The househcld paint for interior wall specified in this
Standard, of which the main materials are synthetic-resin
emulsion and pigments, and prepared for the coating interior
wall in household.

2. The interior wall in household specified in this Standard
shall be either newly furnished wall coated or made with
such materials as lime plaster, gypsum board, mortar,
concrete, flexible board, cement mortar board. wooden
veneer, wooden plywood, etc. or the similar board which has
been previously coated; and such material as plastic used
for a unit bath or as tile shall be eliminated.

3. The standards cited in this Standard shall be as follows:
JIS K 2235 Petroleum waxes
JIS K 5400 Testing methods for paints
JIS K 5410 Panels for testing of paints
JIS K 5500 Glossary of paint terms
JIS P 3801 Filter paper (for chemical analysis)
JIS § 9024 Roller brushes
JIS Z 2911 Methods of test for fungus resistance

JIS Z 8401 Rules for rounding off of numerical values

JIS Z 8721 Colour specification - Specification according
to their three attributes

4. Paint terms used in this Standard shall follow JIS K 5500.

2. Classification The household paint for interior wall shall be classified
into the following two classes according to the purpose of use.

(1) Class 1 For bath room and kitchen

(2) Class 2 For general use of interior

3. Quality The quality of the household paint for interior wall shall
comply with the requirements shown in Table 1 when tested according to 5.
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Item

Condition in container

Table 1. Quality

Class

Class 1.

N i

Class 2

To be free from hard lump and to become

uniform when stirred.

Application properties

. R

No hindrance for coating work when brush
coating or roller brush coating is applied.

-

Low—temperature
stability

No deterioration in quality when cooled at

-10° C. -

Stability for warming
preservation

To be stable when being stored for 7 days

at 50°cC.

Drying time
{tack free)

Within 2 h.

il

Appearance of paint film

Normal in appearance of painted film.

S

Film=formability at low
temperature

No unusualness in film formation at 5°C,

Spreading rate

—

Capable of coating at least 4 m% per 1 | by

two~-time application.,

Contrast ratio
[white and tint(!)]

0.94 min.

.95 min.

il

Water resistance

No unusualness when
immersed in water for
96 h.

Alksali resistance

No unusualness when
immersed in solution
saturated with calcium
hydroxide for 48 h.

No uvnusualness when
immersed in solution
saturated with calcium
hydroxide for 18 h.

Moisture resistance

No unusualness when
moisture resistance is
tested for 24 h.

Washability

li—

Durable for 500 times
washings.

Durable for 200 times
washings.

Fungus resistance(?)

Showing fungus
resistance.
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Notes (') The tint refers to weak color, such as gray, pink, cream,
1ight green, light blue, etc. which appears on the film of
coatings made of mainly white paint, and of which the
subjective brightness V, measured with JIS Z 8721 is from
6 incl. to 9 excl.

(°} Fungus resistance shall be a state showing no growth of
hypha on place where sample or test plece has been in-
oculated when the fungus—-resistance was tested according
to 5.16. This test can be assigned to public test-

commissioning agency when such occasion demands as blending
is changed.

4. Evaluation sample  Evaluation sample shall be grouped, as the follow-
ing Table 2 shows, according to the grouping specified in 3.6.1 of JIS

K 5400.
Table 2. Grouping of evaluation sample
Grouping of evaluation sample
Test item ?bservatlun- - - .
1tem Type Setting Quality
YP method standard
Appearance of Brush mark Paint film Manufactur—- | Boundary
paint film sample er's sample sample
(brush coating)
Color Paint film Manufactur- Standard
samp le er's sample samp le
|
Appearance of Roller mark Paint film @  Manufactur- i Boundary
paint film sample er's sample | sample
(roller brush
coating) Color Paint film Manufactur- { Standard
samp le er's sample 1 samp le

. 5. Test method

5.1 Sampling method  Sampling method shall follow 2. of JIS K 5400,

5.2 General condition of tests  The general condition of tests shall
follow 3. of JIS K 5400. The preparation of a test plece and sample, and
the method of sample ceating and drving, however, shall be as follows.

(I) Preparation of test piece Test panel shall be as specified in JIS
K 5410, and preparation of test pieces as shown in 3.3 of JIS K 5400.

(2) Preparation of sample The sample to be used for tests except those
specified in 5.3, 5.5, 5.6, and 5.11, shall be well mixed with water

added by the volume rate(®) given in 7. (8), and be used after
2 h standing,

(3) Applying method of sample Unless otherwise provided, apply brush
coating specified in 3.3 (7.1) of JIS K 5400,
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