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In the event of any doubt arising,

the original Standard in Japanese is to be final authority.
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JAPANESE INDUSTRIAL STANDARD J 1S

Household varnish for interior wooden floor K 5961-1993

l. Scope This Japanese Industrial Standard specifies the household
varnish for interior wooden floor,

Remarks 1. The household varnish for interior wooden floor specified
in this Standard, urethane resin varnish prepared by
dissolving o0il modified urethane resin as main material in

solvent, shall be the one manufactured for transparent
finish coating suitably the interior wooden floor,
corridor, etc. of household.

2. The units and numerical values given in { }in this

Standard are based on the traditional units and are
appended for informative reference.

3. The standards cited in this Standard shall be as follows.

JIS K 2235 Petroleum waxes

JIS K 5400 Testing methods for paints

JIS K 3407 Testing methods for paint cﬂmpuuentsl

JIS K 5410 Panels for testing of paints

JIS K 3300 Glossary of paint terms

JIS K 6741 Unplasticized polyvinyl chloride (PVC) pipes
JIS K 8625 Sodium carbonate

JIS R 6252 Abrasive papers

4. Paint terms used in this Standard shall follow JIS K 5500.

. 2. Quality The quality of the household varnish for interior wooden floor
shall comply with the requirements shown in Table 1 when tested according
to 4.
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Table 1. Quality

ILtenms

Application properties

Stability for waruilng
preservation

Drying time (hard dry)

Appearance of paint film

Qualicy

No hindrance for coating work when brush
coating is applied.

To be stable when being stored for 7 days
at 50°C.

Within 5 h.

Normal in appearance of paint film.

Spreading rate

Capable of coating at least 5 m* per 1 1 by
two—time application.

Heating print resistance

Showing not so serious tackiness.

Abrasion resistance

15 mg or less of abrasion loss per
speclfied revolution.

Shock resistance

No cracking or peeling caused by shock.

Water resistance

No unusualiness when immersed in water
for 6 h.

_ _ ——— e

Alkali resistance

No unusualness when ipmersed in sodium
carbonate solution [(50 g/1){5 w/v %}]
for 2 h.

Gasoline resistance

No unusualness when immersed in No. 1
gasoline for 3 wmin.

Heating residue

Stain resistance

38 Z or more.

No change.

3. Evaluation sample Evaluation sample shall be grouped, as the following
Table 2 shows, according to the grouping specified in 3.6,.,1 of JIS K 5400.

Table 2., Grouping of evaluation sample

Grouping of evaluation sample

Test item Observation item

Type Setting method|Quality standard

Appearance | Brush mark, wrinkl-| Paint film| Manufacturer's|Boundary sample
of paint ing, pinhole, and sample sample
film bubble

_%
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