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JAPANESE INDUSTRIAL STANDARD J IS

Household paint for wood and metal K 5962-1993

1. Scope This Japanese Industrial Standard specifies the household paint

for wood and metal.

Remarks 1. The household paint for wood and metal specified in this
Standard shall be the synthetic-resin compound paint, in
which main ingredient as color pigment, extender pigment,
and oxidizing long oll type alkyd resin varnish is suffi-
clently kneaded to make liquid state, and be manufactured to
get suitability for coating wood and metal in household.

2. The standards cited in this Standard are as follows.

JIS K 5400
JIS K 5410
JIS K 5500
JIS K 5622
JIS Z 8401

JIS Z 8721

3. Paint terams

Testing methods for paints

Panels for testing of palnts

Glossary of palnt terms

Red~lead anticorrosive paint

Rules for rounding off of numerical values

Color specification - Speclfication according to
their three attributes

used in this Standard shall follow JIS K 5500,

2, Quality The quality of the household paint for wood and metal shall
comply with the requirements shown in Table 1 when tested according to 4.
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Table 1. Quality
o Items Quality
Condition in container To be free from hard lump and to become
uniform when stirred.
Application properties No hindrance f;g_:;ating work when brush
coating is applied.
Stability for warming To be ;table when being stored for /7 days
preservation at 50°C.
Drying time {(Tack free) Within 14 h,
Appearance of paint film Normal £; appearance of paint film,
Spreading rate | Cag;ble of coating at least 5 mZ? per 1 | in
double applications.
Contrast ratio | White 0.90 min.
Tint (') 0.90 min.
NEZUMIIRO(2) | 0.98 min.
Black 0.99 min.
Red 0.50 min. o
Brown 0.99 min.
b
Yellow 0.50 min.
Green 0.80 min. B
Blue 0.80 min. - .
Specular gloss (60°) 80 min.
Recoatability - No nindrance for recoating.
Accelerated weather resistauce. Durable for 240 h accelerated weathering
test,

Weather resistance ‘ Durable for 1 year weathering test.

Notes () The tint refers to weak color, such as gray, pink, cream, light
green, 1ight blue, etc. which appears on the film of coating
made of mainly white enamel, and of which the subjective bright-
ness V, measured with JIS Z 8721, is from 6 incl. to 9 excl.

(°) NEZUMIIRO means the color whose saturation is small, and whose
brightness V falls in 3 inecl. to 6 excl.
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