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Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of Economy, Trade and Industry through deliberations
at the Japanese Industrial Standards Committee according to the proposal of
establishing a Japanese Industrial Standard from The Japan Rubber Manufacturers
Association (JRMA)/Japanese Standards Association (JSA) with a draft being attached,
based on the provision of Article 12 Clause 1 of the Industrial Standardization Law.
JIS K 6256, which was prepared based on three relevant International Standards,
have been reestablished at this time as three separate parts in order to be in accordance
with the International Standard.

Consequently, JIS K 6256 :1999 is withdrawn and replaced with JIS K 6256-1, JIS
K 6256-2 and JIS K 6256-3.

This Standard has been prepared based on ISO 814:1996 Rubber, vulcanized—
Determination of adhesion to metal—Two-plate method for the purposes of making
it easier to compare this Standard with International Standard; to prepare Japanese
Industrial Standard conforming with International Standard; and to propose a draft
of an International Standard which is based on Japanese Industrial Standard.
Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.

JIS K 6256 consists of the following 3 parts under the general time “Rubber, vulcanized
or thermoplastic—Determination of adhesion test”:

Part 1 : Adhesion to textile fabric
Part 2 : Adhesion to a rigid substrate—90° peel method
Part 3 : Adhesion to metal—Two-plate method

Date of Establishment: 2006-12-20

Date of Public Notice in Official Gazette: 2006-12-20

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Chemical Products

JIS K 6256-3:2006, First English edition published in 2007-07

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2007

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.
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JAPANESE INDUSTRIAL STANDARD JIS K 6256-3 : 2006

Rubber, vulcanized or thermoplastic—
Determination of adhesion test—
Part 3 : Adhesion to metal—
Two-plate method

Introduction This Japanese Industrial Standard has been prepared based on the
third edition of ISO 814 Rubber, vulcanized—Determination of adhesion to metal—
Two-plate method published in 1996 with some modification of the technical con-
tents.

The portions given dotted underlines are the matters in which the contents of
the original International Standard have been modified. A list of modifications with
explanations is given in Annex.

WARNING: Persons using this Standard should be familiar with normal labora-
tory practice. This Standard does not purport to address all of the
safety problems, if any, associated with its use. It is the responsibil-
ity of the user to establish appropriate safety and health practices and
to ensure compliance with any national regulatory conditions.

1 Scope This part of JIS K 6256 specifies a method for determining the adhe-
sion strength of rubber-to-metal bonds where the vulcanized or thermoplastic rub-

ber part is assembled between two parallel metal plates, using the adhesive system
under investigation.

The method is applicable primarily to test pieces prepared in the laboratory un-
der standard conditions, such as may be used to provide data for the development of
rubber compounds and control of methods of manufacture.

NOTE : The International Standard corresponding to this part of JIS K 6256
is as follows.

In addition, the symbols which denote the degree of correspondence
in the contents between JIS and the relevant International Standard
are IDT (identical), MOD (modified) and NEQ not equivalent) accord-
ing to ISO/IEC Guide 21.

ISO 814:1996 Rubber, vulcanized—Determination of adhesion to
metal—Two-plate method (MOD)

2 Normative references The following standards contain provisions which, through
reference in this text, constitute provisions of this part of JIS K 6256. The most
recent editions of the standards (including amendments) indicated below shall be
applied.

JIS G 3101 Rolled steels for general structure

JIS K 6250 Rubber—General procedures for preparing and conditioning test pieces
for physical test methods
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