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Spray Hoses for Agricultural Use K 6339-1982

1, Scope

This Japanese Industrial Standard specifies the spray hoses for agricultural
use, hereinafter referred to as the "hoses" which are employed in an agricutural
- sprayer. In this case, the maximum applicable pressure shall be 35 kgf/cm2 {3.43
MPa}.

K Remark: The units and numerical values given in { } in this standard are
in accordance with the International System of Units (SI), and are
appended for reference.

2. Type
The hoses shall be classified to 2 types according to the material used in the
’ inner and outer layers as given in Table 1.
Table 1

Type Material of inner and outer layers
Type 1 Rubber
Type 2 Polyvinyl chloride

3. Quality

3.1 Appearance The hoses shall be uniform and symmetrical in inside diameter

and in wall thickness, highly flexible and free from flaws, air traps, crackings or
other defects which may impair the serviceability.

. 3.2 Performance The hoses shall be tested in accordance with the provisions
from 6.2 to 6.5 and the results shall meet the requirements specified in Table 2.

Applicable Standards:
JIS K 6301-Physical Testing Methods for Vulcanized Bubber
JIS K 6330-Testing Method for Rubber Hoses
Reference Standard:
’ JIS Z 8203-S1 Units and the Use of their Multiples and of

Certain other Units
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