JIS Kr*(=3'43 6 M 4933608 00LO?LY 3 W —————

o

UDC 678-462:665.7

JAPANESE INDUSTRIAL STANDARD

Rubber Hoses for Oil Discharge

K 68481 document details: JIS K 6343 0

JIS K 6343-s=

Translated and Published
by

Japanese Standards Association

Documents
Printed in Japan 4-S



http://www.avadocuments.com/doc/jis-k-6343-0
http://www.avadocuments.com/doc/jis-k-6343-0

JIS K*b343 42 MM 4933606 00LD?70 T M

Translation without guarantee
In the event of any doubt arising, the original
standard in Japanese is to be evidence

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Sat AagRT@310414012041ails: JIS K 6343 0


http://www.avadocuments.com/doc/jis-k-6343-0
http://www.avadocuments.com/doc/jis-k-6343-0

JIS Kxb343 42 M@ 4933608 00LO?7) 1 A

UDC 678-462:665.7

JAPANESE INDUSTRIAL STANDARD JIS

Rubber Hoses for 0il Discharge K 6343-1982

1. Scope

This Japanese Industrial Standard specifies the rubber hoses for oil
discharge, hereinafter referred to as the "hoses", to be used for general
oil discharge at ordinary temperature of mineral oils such as gasoline,
kerosene and machine oil. However, JIS S 3022 are excluded.

Remark: In this standard, units and numerical values given in { } are
in accordance with the International System of Units (SI), and
are appended for reference.

2, Classification

The hoses shall.be classified into two classes as given in Table 1,
according to the maximum working pressure.

Table 1
Classification Maximum working pressure
kgf/cm?® (MPa)
Class 1 5{0.49} max.
Class 2 10{0.98} max.

3. Quality

3.1 Appearance The hose shall be uniform both in inside diameter and
wall thickness, be rich in flexibility, and be free from flaws, bubbles,
cracks, and other defects which are harmful in use.

3.2 Performances The hose shall be tested in accordance with 6.2 to 6.7,
and the results shall meet the requirements of Table 2.

Applicable Standards:

JIS K 6301-Physical Testing Methods for Vulcanized Rubber

JIS K 6330-Testing Methods for Rubber Hose

JIS 8§ 3022-0il Discharge Hose for 0il Burning Appliances
Reference Standard:

JIS Z 8203-SI Units and the Use of their Multiples and of Certain

Other Unit
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