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UDC 629. 118. 6. 012. 5
@ JAPANESE INDUSTRIAL STANDARD JIS

Pneumatic tyres for motorcycles K 6366-1994

1. Scope This Japanese Industrial Standard specifies the new (neither used
nor retreaded) pneumatic tyres (hereafter referred to as "tyres") for motorcycles.
Snow tyres with studs (?), however, shall be omitted.

Note (!) Snow tyre with studs means the snow tyre of which tread is spiked
with metal studs, and includes the snow tyre with stud holes.

Remarks 1. The standards cited in this Standard shall be as follows:

JIS D 4201 Designation system of tyre, tube, rim band, and
flap for automobiles

JIS D 4203 Motorcycles tyres — Dimensions
JIS D 4230 Tires for automobiles

2. The units and numerical values given in { } in this Standard
are based on the traditional units, and are standard values.
The traditional units and numerical values shall be informative
reference on and after the 1st of April in 1995.

2. Definitions For the main terms used in this Standard, definitions in JIS
D 4203 and JIS D 4230 apply.

3. Types and dimensions The types and dimensions of the tyres shall be in
accordance with JIS D 4203 or the standards established by public organization
(hereafter referred to as "relevant standard").

4.  Quality

4.1 Appearance The appearance of tyres shall be balanced on shape and wall
thickness, be free from defects harmful for use such as flaws, bubbles, rubber
crackings, incomplete rubber flows, and presence of foreign materials, and be free
from remarkable dirt.

4.2 Performance The performance of tyres shall comply with the following
items:

(1) Strength of tyre (breaking energy) The strength of tyre, when it is
tested in accordance with 5.1, shall be not less than the specified value in
Table 1. In case of the tyre whose nominal size is not expressed by ISO
system, the specified value in Table 2 by ply rating (PR) shall apply.

When testing a bias-ply tyre with rayon carcass or when a plunger
reaches the rim at all measured points without breaking the tyre, it shall
be 60 % or more of each specified value.
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