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UDC 675.01:620.193.19
JAPANESE INDUSTRIAL STANDARD J IS

Testing Method for Water Vapour
Permeability of Leather K 6549-1977
(Reaffirmed: 1986)

1. Scope

This Japanese Industrial Standard specifies the method of testing
water vapour permeability of all kinds of leathers,

2. Definition

Water vapour permeability means the amount of water vapour that has
permeated the membranous substance of a unit area within a definite period
of time, and in this Standard water vapour permeability shall be defined as
the mass (mg) of water vapour that has permeated 1 cm? area of a boundary
layer within 1 h when, at the temperature of 30 * 1°C, with the leather as
the boundary, the air on one side of the boundary is kept at 80 * 5 % of
relative humidity and on the other side in absolute dryness.

3. Sampling Method and Test Piece

Take two round test pieces(!), measuring 64 mm in diameter, from each

sheet of samplé taken according to JIS K 6550, and leave them in a thermo-

- stat maintained at constant humidity (30 * 1°C of temperature and 80 * 5%
o of relative humidity) for 48 h.

Note (1) Avoid defective portionms,

; 4, Apparatus and Reagent

4.1 Cup for Permeability Test The cup for permeability test (herein-
after referred to as the "cup") shall meet the following requirements. Cup
and accessories shall generally conform to Attached Figure.

(1) The area for permeability test shall be 28 to 30 em?2,

(2) The periphery of a test piece shall be sealed completely and
give no influence to a test area.

Applicable Standards:
JIS K 6550-Testing Methods for Leather

JIS Z 8401-Rules for Rounding off of Numerical Values
Documents
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