JIS Kx%b?01 77 ®@ 4933608 00BLEC4 T WM

UDC 678.544.2

JAPANESE INDUSTRIAL STANDARD

Celluloid Base

@ JIS K 6701 -

Translated and Published
| by
Japanese Standards Association

Documents

Printed in Japan 5S

K 6ol document details: JIS K 67010


http://www.avadocuments.com/doc/jis-k-6701-0
http://www.avadocuments.com/doc/jis-k-6701-0

JIS K*b701L 77 BN 4933608 001225 1 EN

Translation without guarantee 4
In the event of any doubt arising, the original
standard in Japanese is to be evidence

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Sat AagR7T@31144612041ails: JIS K 67010


http://www.avadocuments.com/doc/jis-k-6701-0
http://www.avadocuments.com/doc/jis-k-6701-0

JIS Kxb701 77 M@ 4933608 00bl2eL 3 M

1. Scope

UDC 678.544.2

JAPANESE INDUSTRIAL STANDARD JIS

Celluloid Base

K 6701-1977
(Reaffirmed: 1980)

This Japanese Industrial Standard specifies the celluloid base and its

testing methods.

Remark: Units and numerical values given in {} are in accordance with
the International System of Units (SI), and are given for

N informative reference.

Note: The celluloid base in this standard means a plastic material
manufactured from the principal raw material consists of the
pyroxylin, waste celluloid and camphor or other plasticizer.

2. Classification

The celluloid base shall be classified into three types of sheets, bars

and pipes, each of these includes dull base, glazed base and undried base.

3. Grades

The celluloid bases shall be graded into two classes of Grade 1 and

Grade 2,

4, Pﬁysical Properties

The physical properties of the celluloid bases shall be as given in

Table 1.

Table 1

Item

Grade 1

Grade 2

. Ignition point

Degree of ther-
mal resistance

Tensile strength

Elongation

L

Dryness

170°C min.
7 minutes min.

4.5 kgf/mm®*{44. 1 N/mm?}
12 7 min.
Loss of mass within 5 %

(weight loss within 12 Z%
for undried base)

165°C min.
6 minutes min.

4. 0 kgf/mm?{39. 2 N/mm?}
10 Z min.

Loss of mass within 5 %
(weight loss within 12 %
for undried base)

Applicable Standard:
JIS K 8295-Glycerin

. Reference Standard:

JIS Z 8203-SI Units and Recommendations for the Use of their Multiples
and of Certain Other Units
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