" JIS Kxb721 77 EE 4933508 00kL1323 1 EE

UDC 678.743.22:678.01

IS

JAPANESE INDUSTRIAL STANDARD

Testing Methods for
Polyvinyl Chloride

\
JIS K 6721 -
\
\

Translated and Published
by

Japanese Standards Association

Documents

Printed in Japan 68

" K 6Full document details: JIS K 67210



http://www.avadocuments.com/doc/jis-k-6721-0
http://www.avadocuments.com/doc/jis-k-6721-0

JIS Kxb721 77 EE 4933608 00bL32Y4 3 WA !

" N

Translation without guarantee ¥
In the event of any doubt arising, the original
standard in Japanese is to be evidence

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Wed AwiglBd 0944 =4t 2B:thils: JIS K 67210


http://www.avadocuments.com/doc/jis-k-6721-0
http://www.avadocuments.com/doc/jis-k-6721-0

‘V")

JIS Kxb7?2l 77 HE 4933608 00L1325 5 N

UDC 678.743.22:678.01

JAPANESE INDUSTRIAL STANDARD J I S

Testing Methods for Polyvinyl Chloride K 6721-1977
(Reaffirmed: 1980)

1. Scope

This Japanese Industrial Standard specifies the testing methods for the
polyvinyl chloride.

2. Definition

The polyvinyl chloride signifies polymers composed of the polyvinyl chloride
as the main component.

3. Testing Methods

3.1 Specific Viscosity

3.1.1 Apparatus and Instruments The apparatus and instruments shall be
as given in the following:

(1) Viscosimeter (1)  Ubbelohde viscosimeter given in Fig. 1

(2) Chemical Balance Weighing capacity 100 to 200 g, reciprocal
sensitivity 1 mg

(3) Desiccator The desiccator of JIS R 3503 using silica gel or calcium
chloride as the desiccating agent

(4) Weighing Bottle The 50 mm flat-formed weighing bottle of JIS R 3503

(5) Measuring flask  The 50 ml measuring flask of JIS R 3503
(6) Stopwatch A stopwatch graduated in 0.2 sec.

(7) Thermostatic water tank

Note (1) The Ubbelohde viscosimeter shall, as a rule, be used, however,
a viscosimeter of any other type mey be used, provided that the
omission of correction on the kinetic energy is allowed as the
capillary-tube dimensions and the volume of test solution are
equal thereto.

Applicable Standards:
JIS K 8723-p-Nytrobenzene
JIS R 3503~Glass Appératus for Chemical Analysis

JIS Z 8401-Rules for Rounding off of Numerical Values
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