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. JAPANESE INDUSTRIAL STANDARD JIS
Tricresyl Phosphate K 6750-1979
(CH3CgH40)3 PO
1. Scope

This Japanese Industrial Standard specifies tricresyl phosphate to be used
as plasticizer.

2, Types

Tricresyl phosphate shall be classified into the following two types:
Tricresyl phosphate No., 1, for general use

. Tricresyl phosphate No. 2, for electric material use

3. Quality

Tricresyl phosphate shall prove itself to satisfy the quality requirements
specified in Table below, when subjected to the tests specified in 7.

Applicable Standards:

JIS K 8102-Ethyl Alcohol (95 v-v %)
JIS K 8129-Cobalt Chloride
JIS K 8163-Potassium Hexachloroplatinate (IV)
JIS K 8550-Silver Nitrate
‘ JIS K 8891-Methanol

JIS Z 8401-Rules for Rounding off of Numerical Values Documents
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K 6750-1979
Table
Quality
Test item
No. 1 No. 2
The colour shall not grow | The colour shall not grow
Colour darker compared with darker compared with

the standard solution A.

the standard solution A,

Specific gravity (20/20°C)

1.160 to 1.180

1,160 to 1.180

Ignition loss (%)

0.20 max.

0.20 max,

Acid value

0.10 max.

0.10 max.

Mixing test in gasoline

Remarkable turbidity
shall not be observed.

Remarkable turbidity
shall not be found.

Chlorine detection test

No turbidity shall take
place.

No turbidity shall take
place.

Refractive index (25°C)

1.557 + 0.003

1,557 +£0.003

Solidifying point

-20°C max,

-20°C max.

Colouration after heating

The colour shall not grow
darker compared with
the standard solution B.

The colour shall not grow
darker compared with
the standard solution B.

Specific resistance
Qcm (30°C)

1 x 109 min.

Remark: = The test results shall be rounded off to the significant values of the
specified values by the rule provided in JIS Z 8401, '

4. Nature

Tricresyl phosphate shall be a clear liquid having slight fluorescence and

odorless or of faint odor. .

5. Material

Tricresyl phosphate shall have been manufactured from the raw material of
synthetic cresol which is composed principally of methacresol and paracresol.
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