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UDC 678.742:621.17
. JAPANESE INDUSTRIAL STANDARD JIS

Testing Methods for Polypropylenes K 6758-1981

1. Scope

This Japanese Industrial Standard specifies the testing methods for
polypropylene (1l).

) This standard applies also to polypropylenes which are admixed with
antioxidant, lubricant, etc. to an appropriate amount and to such special
types as coloured type, flame-resistant type, and the type blended with
filler material.

Note (!) The polypropylenes mentioned in this standard imply
homopolymer of essentially crystalline propylene and
copolymer of essentially crystalline propylene containing
50 mol %Z or more of propylene unit component and l-olefin

monomer, :
Such polypropylenes, even if mixed with one or more of
. elastomer and l-olefin polymer, are included in polypropylenes

defined in this standard provided that the propylene unit
component is contained in the mixed product by 50 mol % or
more and the product is of crystalline nature essentially.

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI),

and are appended for reference.

2. Types of Tests

The types of tests shall be as enumerated below.
(1) Melt flow rate
(2) Specific gravity and density
(3) Tensile test
. (4) Flexural test
(5) 1Izod impac£ test
(6) Rockwell hardness test
(7) Vicat softening point test
(8) Thermal ageing test

: 3. General Conditions for Tests

Preparation and conditioning of the test pieces to be used for the tests
other than the melt flow rate test shall be made as specified below.

Applicable Standards and Reference Standard : See page 5.
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