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@ JAPANESE INDUSTRIAL STANDARD JIS

Polyethylene Pipes for General Purposes K 6761-1979

1. Scope

This Japanese Industrial Standard specifies polyéthylene pipes, hereinafter
referred to as the '"pipes', for the use of general purposes.

Remark; In this standard, units and numerical values shown in { } are
in accordance with the International System of Units (SI), and

are given together for reference.

2. Classification

Pipes shall be classified into 2 classes as follows:
L) Class 1
(2) Class 2

Remark: Class 1 shall be such one that has relatively high flexibility, and
Class 2 such one that has relatively high rigidity.

Applicable Standards:

JIS B 7502-Micrometer Callipers for External Measurement

JIS B 7507-Vernier Callipers

JIS K T113-Testing Method for Tensile Properties of Plastics
JIS K 8102-Ethyl Alcohol (95), Ethanol (95)

JIS K 8150-Sodium Chloride

JIS K 8541-Nitric Acid

JIS K 8576-Sodium Hydroxide

JIS K 8951-Sulfuric Acid

JIS Z 8401l-Rules for Rounding Off of Numerical Values

JIS Z

8703-Standard Atmospheric Conditions for Testing
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3. Quality -

3.1 Performance

The performance of pipe, when tested in accordance with
‘the test methods described in Clauses 6,4 to 6.7, shall conform to the require-

ments specified in Table 1.

follows:

3.3 Colour of Pipe

black.

4, Dimensions

the class.
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The colour of pipe shall be black.
to the agreement between the parties concerned, it may be other colour than

Table 1
o Classification Clause to be
Test item _ aoplied
Class 1 Class 2 Pp
Tensile test . :
95 {932 min, 1901 1863 min. 6.4
kgt/cm2 {N/em2} | {932} min » {1863}
Hydraulic test No sign of fault such as leakage 6.5
Inmersion test Mass variation percentage when
mg/cm?2 immersed in the following solutions
Sodium chloride solution + 0.05
Sulphuric acid solution + 0.05 6.6
Nitric acid solution + 0.10
Sodium hydroxide solution + 0,05
Ethyl alcohol + 0,40
Ash test 0.1 % max. 6.7
3.2 Appearance and Shape The appearance and shape of pipe shall be as .

(1) TInner and outer surfaces of pipe shall be smooth and free from defects
harmful to use, such as flaw, crack, distortion or other faults,

(2) The section of pipe shall be practically regular circle and shall have
uniform thickness.

However, according

‘Dimensions of pipe shall be as given in Tables 2 and 3, according to
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