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‘ JAPANESE INDUSTRIAL STANDARD JIS

Biaxially oriented polypropylene films for K 6782-1992
general use

1. Scope This Japanese Industrial Standard specifies the transparent biaxial-
ly oriented polypropylene films, hereafter referred to as the "film", for general
use, such as packaging and adhesive tape.

Remarks1l. The standards cited in this Standard are as follows.

JIS B 7507-Vernier callipers
JIS B 7509-Dial gauges reading in 0.001 mm
JIS B 7516-Metal rules

JIS K 6768-Testing method of wettability of polyethylene and
’ polypropylene films

JIS K 7100-Standard atmospheres for conditioning and testing
of plastics

JIS K 7105-Testing methods for optical properties of plastics

JIS K 7127-Testing method for tensile properties of plastic
films and sheets

JIS K 7129-Testing methods for water vapor transmission rate
of plastic film and sheeting (instrument method)

JIS Z 8401-Rules for rounding off of numerical values

2. The units and numerical values in { } in this standard are
based on the traditional units and are appended for informa-
tive reference.

2. Type The types of film are classified into two types corona discharge treat-
. ment and without.

3. Characteristics The characteristics of film shall conform to the require-
ments in Table 1-1 and Table 1-2 when it is tested according to 6.4 to 6.8.

Related standard:
: . JIS Z 8203-SI units and the use of their multiples and of certain other units

Documents

Copyright by the Japanese Industrial Standards
Wed AaglBdok3:08:00t 20:thils: JIS K 6782 0


http://www.avadocuments.com/doc/jis-k-6782-0
http://www.avadocuments.com/doc/jis-k-6782-0

