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In the event of any doubt arising, ‘
the original Standard in Japanese is to be final authority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association. .

Errata will be provided upon request, please contact:
Business Department,

Japanese Standards Association

4-1-24, Akasaka, Minato-ku,

Tokyo, JAPAN 107

TEL. 03-3583-8002

FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English edition) in Monthly Information.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Wed AaglBdok3:08:9: 20:thils: JIS K 6785 0


http://www.avadocuments.com/doc/jis-k-6785-0
http://www.avadocuments.com/doc/jis-k-6785-0

JIS Kxb?485 95 EM 4933L08 0534495 354 WA

UDC 678.743:692.8
JAPANESE INDUSTRIAL STANDARD JIS

Profiles for rigid polyvinyl K 6785-1995
chloride (PVC) window

1. Scope This Japanese Industrial Standard specifies the rigid polyviny!l chloride

(*) extrusion molding principal profiles (*) (hereafter, referred to as “profiles”) used
as the opening components for building (V).

Notes (') Opening component class 1 and opening component class 2 specified
in JIS A 0005.

(*) The compound having rigid polyvinyl chloride resin specified in JIS
K 6740 as base, the shock resistance and the weather resistance of
which are especially considered to be significant.

(®) Profiles such as frame, stile and rail, and mullion.
Remarks 1. The standards cited in this Standard are shown in Attached Table
1.

2. The units and numerical values given in { } in this Standard are

based on the traditional units, and appended for informative
reference.

2. Types and symbols The types and symbols of profiles shall be given in Table 1.

Table 1

Type Symbol Remarks

Window exposed to the

Outside window 0 outside of a building

Window not exposed to the
outside of a building

Inside window 1

3. Quality

3.1 Appearance The appearance of profiles shall be free from defects harmful
to service such as flaw, unevenness, crack, foreign matters and others on the surface

thereof when examined from a distance of about 50 cm by visual observation under
natural light.

3.2 Color The color of profiles shall be respectively established for each profile
in accordance with the agreement between the parties concerned.

3.3 Shapes and dimensional tolerances The shapes of profiles shall be free from
torsion or the like and the warp in the axial (longitudinal) direction shall be within
2.0 mm/m on each surface. The tolerances of profiles shall be within + 0.5 mm
concerning the outside dimension () of section and shall be within +0.3 mm concerning

the dimensions (°) of parts significant on functions such as installation, insertion, etc.
of bead or gasket.
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