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Foreword

This Japanese Industrial Standard has been established by the Minister of Economy,
Trade and Industry, through deliberations at the Japanese Industrial Standards Com-
mittee in accordance with the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict with
patent rights, applications for a patent after opening to the public or utility model rights.
The relevant Minister and the Japanese Industrial Standards Committee are not
responsible for identifying any of such patent rights, applications for a patent after
opening to the public or utility model rights.

JIS K 6799 series consists of the following three parts under the general title “Glass
fibre reinforced polyethylene (PE-GF) pipe systems”:

Part 1: General

Part 2: Pipes

Part 3: Fittings
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JAPANESE INDUSTRIAL STANDARD JIS K 6799-1 : 2018

Glass fibre reinforced polyethylene
(PE-GF) pipe systems—Part 1: General

Introduction

This Japanese Industrial Standard has been established in response to an increas-
ing need both at home and abroad for standardization of glass fibre reinforced polyeth-
ylene pipe systems for which demand has been growing in applications on water
transport.

1 Scope

This Standard specifies terms and definitions, raw materials and common matters
which are used in a series of standards associated with glass fibre reinforced polyethyl-
ene pipe systems which are laid underground and used mainly for transport of liquid
materials such as water.

The series of standards for glass fibre reinforced polyethylene pipe systems is con-
structed of materials, pipes and fittings parts.

The glass fibre reinforced polyethylene pipe systems are used mainly in the follow-
ing applications:

— agricultural water;

— power generation facility;
— water treatment facility;
— sewage facility;

— chemical plant.

WARNING Persons carrying out tests by using this Standard should have a
thorough knowledge of thermoplastics. It is the responsibility of the
user to establish appropriate safety and health practices. This Stan-
dard does not purport to address all of the safety problems, if any, as-
sociated with its use.

2 Normative references

The following standards contain provisions which, through reference in this text, con-
stitute provisions of this Standard. The most recent editions of the standards (includ-
ing amendments) indicated below shall be applied.

JIS K 6761 Polyethylene pipes for general purposes

JIS K 6812 Method for the assessment of the degree of pigment or carbon black dis-
persion in polyolefin pipes, fittings and compounds

JIS K 6813 Polyolefin pipes and fittings—Determination of carbon black content by
calcination and pyrolysis—Test method and basic specification

JIS K 6900 Plastics—Vocabulary
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