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JAPANESE INDUSTRIAL STANDARD JI1S

Casein Glue for Wood K 6803-1979

1. Scope

This Japanese Industrial Standard specifies the casein glue for wood(!), hereinafter referred to
as the “casein glue”, to be used for furniture, fittings and other woodwork, and for laminated ply-
woods. :

Remark: Units and numerical values given in braces { 1} in this standard are in accordance
with the International System of Units (SI), and are appended for reference only.

Note (') The casein glue for wood mentioned herein is an adhesive in the form of powder,

manufactured by using casein as the main agent and by compounding it with potas-
. | sium hydroxide, sodium salts, etc.

2. Quality

The casein glue shall be tested in accordance with 4., and shall comply with the requirements

of Table 1.
Table 1 Quality Requirements
. .\ Test . Applicable
Test item Unit™ | condition Quality clause
’ White or light yellow dry powder, without
Appearance - - containing foreign matter. 41
Water content _ % - 14 or less 42

The residue on the sieve shall be less than
Sieving - - 20%, and no substances other than casein 43
. shall be contained in it.

The casein glue shall be dissolved within

i o~ | 20 minutes, and no significant amount of
Solubility - | 0BC insoluble matter and air bubbles shall be 44
found.
pH _ ) — — 10 or more 45
Pot life hour 20 £5°C | 3 or more 4.6
Normal kgfr/cm2 7 7
Bonding strength | state {N/em?} - 100 {981} or more 471
in shear by ST " -
compression Water kef/cm 30x1°C
proof {Njem?} | 20 £1°C 60 {588} or more 412
Applicable Standards and Reference Standard: See page 5.
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