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@ JAPANESE INDUSTRIAL STANDARD JIS

Poly (vinylacetate) emulsion adhesives R 6804-1994
for woods

1. Scope This Japanese Industrial Staundard specifies poly (vinylacetate)
emulsion adhesives (hereafter referred to as “adhesives”) to be used for
adhesion of woods.

Remarks 1. The following standards are cited in this Standard.

JIS B 7410 Liquid-in—glass thermometers for testing of
petroleum products

JIS K 6800 Glossary of terms used 1n adhesives and adhesion
JIS K 6833 General testing methods for adhesives

JIS K 6900 Plastices — Vocabulary [ISC 472:1988)

JIS X 8629 Tannic acid

JIS K 8978 Iron (II) sulfate heptahydrate

JIS P 3801 Filter paper (for chemical analysis)

JIS R 1301 Porcelain crucibles for chemical analysis

JIS R 3503 Glass apparatus for chemical analysis

2. The Iunternational standards corresponding to this Standard
are as follows.

ISO 2115: 1976 Plastics — Aqueous dispersions of polymers
and copolymers — Determination of white point
temperature and pinimum film—forming
temperature

IS0 6238: 1987 Adheslves — Wood-to—-wood adhesive bonds -
Determination of shear stremgth by
compression loading

2. Definitions of terms For the main terms used in this Standard the
definitions in JIS K 6800 and JIS K 6900 apply, and the rest of the terms is
as follows.

(1) Poly (vinylacetate) emulsion adhesives Adhesives produced by emulsion
1 polymerization of vinyl acetate as main component in the medium of
water.

i 3. Classification of adhesives Adheslves are classified as shown in
Table 1.
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Table 1. Classification of adhesives
Class Division Remarks
Class 1 | Through year | Can be used all through the year
Class 2 | For summer Can be used mainly during summer
Class 3 | For winter Can be used mainly during winter
4, Quality The quality of adhesives shall meet the requirements in Table

2 when tested in accordance with 7.

Table 2. Quality of adhesives
Test item Classg 1 Claas 2 Class 3 Applicable clause
Appearance Milky white and no coarse 7.1
particles nor alien matter
pH 3to?7 7.2
Viscosity Pa*s| 1.0 min. 7.3
Non-volatile matter % | 40 min. 7.4
Ash content 4| 1 max. 7.5
Minimum filwmforming 2 max. Over 2 2 max. 7.6
temperature up to and
°C inel. 15
Wood staining property | The color of surface coated 7.7
with adhesives 1s lighter than
that with iron (II) sulfate
Adhesive Nozrmal 10 min. 10 min. 7 wmin, 7.8
strength condition
N/mm?
Water 3 min. 4 min, 2 min,
immersion
condition

5. General condltions for test

5.1 Temperature and humidity in laboratory

in laboratory shall follow 4.1 of JIS K 6833.

5.2 Conditioning of sample

JIS X 6833.

5.3 Rounding off of test value

shall follow 4.3 of JIS K 6833.
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The temperature and humidity

The conditioning of sample shall follow 4.2 of

Rounding off of the value obtained by test
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