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Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of Economy, Trade and Industry, through deliberations at
the Japanese Industrial Standards Committee as the result of proposal of establishment
of Japanese Industrial Standard submitted by Evaluation Committee for Adhesion and
Adhesives (ECAA)/the Japan Plastics Industry Federation (JPIF)/Japanese Standards
Association (JSA) with the draft being attached, based on the provision of Article 12
Clause 1 of the Industrial Standardization Law.

Consequently JIS K 6833 :1994 is withdrawn and is replaced with this Standard and
JIS K 6833-1.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.

JIS K 6833 consists of the following 2 parts under the general title “Adhesives—
General testing methods”:

Part 1: General properties

Part 2: Sampling
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JAPANESE INDUSTRIAL STANDARD JIS K 6833-2 : 2008

Adhesives—General testing methods—
Part 2 : Sampling

Introduction

This Japanese Industrial Standard has been prepared based on the first edition of
ISO 15605 published in 2000 with some modifications of the technical contents.

The portions with dotted underlines are the matters in which the contents of the
corresponding International Standard have been modified. A list of modifications with
explanations is given in Annex JA.

WARNING

Persons using this Standard should be familiar with normal laboratory practice. This
Standard does not purport to address all the safety problems, if any, associated with
its use. It is the responsibility of the user to establish appropriate safety and health
practices.

1 Scope

This Standard specifies methods for sampling adhesives and related products, in
order to obtain uniform samples of convenient size which are adequately representa-
tive of the product being sampled. The sample or samples so obtained are suitable for
examination and preparation prior to testing.

The methods are applicable to products which require the addition and mixing in
of catalysts or hardeners prior to their application, by sampling each component sepa-
rately. The methods are not applicable, however, to sampling from a stream of adhe-
siveV. This Standard does not apply to animal glues.

NOTE : The International Standard corresponding to this Standard and the symbol
of degree of correspondence are as follows:

ISO 15605:2000 Adhesives—Sampling (MOD)

The symbols denoting the degree of correspondence in the contents be-
tween JIS and the relevant International Standard are IDT (identical),
MOD (modified), and NET (not equivalent) according to ISO/IEC Guide
21.

Note ! In this case, samples can be prepared in accordance with ISO 8213, by
means of an automatic sampling device or other similar means.

2 Normative references
The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards
(including amendments) indicated below shall be applied.
JIS K 5600-1-2 Testing methods for paints—Part 1: Generals rule—Section 2: Sam-
pling
NOTE : Corresponding International Standard: ISO 15528 Paints, varnishes and
raw materials for paints and varnishes—Sampling (IDT)
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JIS K 6800 Glossary of terms used in adhesives and adhesion

ISO 8213 Chemical products for industrial use—Sampling techniques—Solid chemi-
cal products in the form of particles varying from powders to coarse lumps

3 Terms and definitions

For the purposes of this Standard, the terms and definitions given in JIS K 6800,
and the following apply.

3.1 batch

guantity of a particular adhesive (or component of an adhesive system) manufactured
at a single location over a defined period of time and under conditions which are pre-
sumed to be uniform

3.2 delivery

quantity consisting of one or more batches or parts of batches of a particular adhesive
delivered at any one time and covered by a single delivery note or shipping document

3.3 sample

any quantity of adhesive taken from and representative of a batch or delivery and
intended to provide information necessary for assessing the characteristics of that
material

3.4 gross sample
sample as collected from a batch or delivery
NOTE : A reduced sample can be obtained by a method which reduces the quan-

tity of the gross sample without changing its composition or physical
state.

3.5 laboratory sample
final sample, ready for examination or testing

3.6 test sample

sample, prepared from the laboratory sample, from which the test portions are with-
drawn or taken and used for examination or testing

NOTE : The test sample can consist of two or more separate components of a
multi-component adhesive system.

4 Safety

4.1 General

A number of hazards exist in the sampling of adhesives, particularly those containing
volatile solvents. They include the flammability of such solvents, the danger of ex-
plosion (of a vapour and air mixture) and physiological effects. The precautions indi-
cated on the safety data sheet shall be referred to before handling a product.

Many adhesives are formulated with flammable solvents and the following precau-
tions shall be taken. Care shall be taken that all sampling equipment used for these
materials is made of material that is not liable to induce sparking from static electricity.

Documents

Document Sharing Hub
PROTECTED BY COPYRIGHT

Full document details: JIS K 6833-2-2008


http://www.avadocuments.com/doc/jis-k-6833-2-2008
http://www.avadocuments.com/doc/jis-k-6833-2-2008

