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1. Scope

This standard specifies the method of determining the comparative shear strength -
of adhesive when tested on a standard specimen and under specified conditions of
preparation and testing., This standard shall not apply when wood or wooden material
is used as the test panel. s

2. General Condition of Test

The test shall be made in accordance with 3 or JIS K 6848-General Rules for
Testing Methods of Bonding Strength of Adhesives.

3. Sampling and Treatment of Test Sample

The test sample shall be taken and treated in accordance with 4. of JIS K 6848,
4. Test Panel

4.1 Metal-to-Metal Iron, aluminium or copper or their alloys of the thickness
about 1.6 mm shall be used as the test panel,

4.2 Plastic-to-Plastic Polystyrene, acryl butadiene styrene resin, reinforced
plastic, methyl polymetacrylate, polyvinyl chlorlde, polycarbonate of the thickness
about 3,0 mm shall be used as the test panel.

Remark: Any test specimen material of suitable thickness other than specified may
be used if the specified thickness are not attained due to some conditions,

5. Preparation of Test Specimen

5.1 Glueing Codition

(1) The test specimen shall be prepared by glueing the test panels together
according to the procedure recommended by the manufacturer of the adhesive.

(2) The surfaces of the test panels shall be treated in accordance with JIS K
6848-General Rules for Testing Methods of Bonding Strength of Adhesives,

5.2 Dimension and Preparation of Test Specimen

(1) The metal as well as plastic test specimens shall be prepared in the shape and
dimension as shown in Fig. 1

Fig, 1. Shape and Dimension of Test Specimen Unit: mm

Specimen holder having same thickness
and same quality as test panel
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