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JAPANESE INDUSTRIAL STANDARD J IS

Testing Methods for Polystyrenes K 6871-1987

1. Scope

This Japanese Industrial Standard specifies the testing methods for
polystyrenes.

This Standard also applies to the general-purpose polystyrenes to
which blueing agents, antioxidants, lubricants, or polymerization assistants
are added, and to the special types of polystyrenes, such as coloured type,
light-stabilized type, anti-electrification type, noninflammable type, and
filler compounding type, and so forth,

Remark: The units and numerical values given in { } in this

Standard are based on the traditional unit system and
are currently the criteria in force.
2. Definition

Definition of main terms used in this Standard are derived from JIS
K 6900 and otherwise are as follows:

Polystyrenes refer to the homopolymers of styrenes, hereinafter
referred to as the "general-purpose polystyrenes", and -also to the
styrene polymers reformed by synthetic rubbers for improving the
impact resistance, hereinafter referred to as the "impact-resistant
polystyrenes', ’

3. Test Items
The items to be tested shall be as follows:
(1) Melt flow rate
(2) Specific gravity and density
(3) Tensile test
(4) Flexural test
(5) Izod impact test
(6) Rockwell hardness test
(7) Vicat softening point test

(8) Deflection temperature under load test

Applicable Standards, Corresponding International Standards and
Reference Standards: See page 4.
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