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UDC 678.746.22-413
‘ JAPANESE INDUSTRIAL STANDARD _ JIS

Polystyrene Sheets K 6872-1977
(Reaffirmed: 1980)

1. Scope

This Japanese Industrial Standard specifies the polystyrene resin sheets
manufactured from impact resistant styrene resin by extruding process,
z hereinafter referred to as the '"sheets".

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI)
and are appended for reference.

2, Classification

The sheets shall be classified as given in Table 1 according to

‘ ~ thickness.

Table 1
Unit: mm
Type Thickness
No. 1 1.0 max.
o2 | g L
No. 3 3.0 min.

Applicable Standards:
JIS B 7502-External Micrometers
JIS Z 8401-Rules for Rounding off of Numerical Values
JIS Z 8703-Standard Atmosﬁheric Conditions for Testing
Reference Standard:

JIS Z 8203-SI Units and Recommendations for the Use of their Multiples
‘ ' : and of Certain Other Units
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3. Quality

The sheets shall prove themselves to satisfy the requirements specified
in Table 2, when subjected to the tests by the methods specified in 6,

Table 2
5 Test ;
No. 1 No. 2 No. 3 method
\ (kgf/mm?) 1.9 min. 1.9 min. 1.9 min.
Tensile strength {N/mm?} {18.6} {18.6} (18.6} 6.3
kgf-cm 5 min. 5 min,
Impact strength EJ%cm} /cm) - 0.49} {0.49} 6.4
Deflecsion temperature under _ 75 min. 75 min. 6.5 .
load (°C)
Elongation or shrinkage after i1 e + 5 .+ 5 + 5
heating (%) within ~40 |Within _,olwithin -20 6.6

4.

Dimensions

Table 3

Uni

t: mm

Thickness

Length

Width

0.25
0.3
0.4

0.5
0.8
1.0
1.5
2.0
2.5
3.0
4.0
5.0

2000

1000
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The impact strength and deflection temperature under rload tests do not
apply to No. 2 sheets with the thickness less than 1.5 mm.

4.1 The thickness, length and width of the sheets shall satisfy the
dimensional requirements specified in Table 3.
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