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JAPANESE INDUSTRIAL STANDARD JIS

Unsintered Polytetrafluoroethylene Tapes for Thread Sealing K 6885-1979

1. Scope

This Japanese Industrial Standard specifies the unsintered polytetrafluoroethylene tapes for
thread sealing (raw tape)(* ), hereinafter referred to asthe “tape”.

Note () The unsintered polytetrafluoroethylene tapes (raw tape) refers to the unsintered
tapes manufactured by using paste extruding powder as specified in JIS K 6896,

and without containing any additive.

Remarks 1. Polytetrafluoroethylene is often abbreviated as PTFE.

‘ 2. Units and numerical values given in braces { }in this standard are in accord-
ance with the International System of Umts (SI), and are appended for reference
" only.

2. Classification

The tapes shall be classified as shown in Table 1, according to the apparent density..

Table 1

Type Apparent density (g/mf) Abbreviation of name and type

Class 1 1.4 and over 4F raw tape 1
Class 2 1.0 and over to 1.4 excl. 4F raw tape 2
3. Quality
. The quality of tape shall be tested in accordance with 5.1 to 5.8 and comply with the require-
ments of Table 2,
Table 2
Iten{ Class 1 Class 2
Appearance No defects shall be found @)
Apparent density g/mQ 1.4 and over | 1.0 and over to 1 4 excl.
Tensile strength  kgf/mm?® {N/mm?} 0.70 {6.9} and over '
Elongation. % 20 and over
Reduction by volatilization % ' 0.5 and under
Burning resistance Noncombustible

Applicable Standards: See page 7.
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