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UDC 678.743.41-418
‘ JAPANESE INDUSTRIAL STANDARD . JIS

Polytetrafluoroethylene Tapes K 6887-1977
(Reaffirmed: 1980)

1. Scope

This Japanese Industrial Standard specifies polytetrafluoroethylene tapes
which have been obtained by machining the moulded product of good quality,
hereinafter referred to as the "tapes".

The tapes are used primarily for chemical apparatus, electrical insulator
and the like.

Remarks 1. Tetrafluoroethylene resin is usual name, but it is called poly-
tetrafluorocethylene (PTFE) in the field of chemistry.

2. The units and numerical values given in { }are in accordance
with the International System of Units (SI), and are appended

' for reference.

2. Quality

2.1 Appearance
Z.1.1 The tapes shall be furnished in milky white colour.
2.1.2 The tapes shall have both surfaces smooth and be free from the

defects such as creases, tears, twist or foreign matter that might affect detri-
mentally the serviceability.

2.2 Characteristics The tapes shall satisfy the requirements given in
Table when tested in accordance with 5.

Table. Characteristics of Tapes

(mm) 0.05 0.08 0.10 0.13 0.15 0.18 10.20 to 1,00
‘ Requirement
Mean 3.5min.}| 5.0 min. | 6.5 min.| 8.0 min. | 9.0 min. | 11.0 min. —
Breakdown
voltage (kV)
Minimum 2.3 min.| 3.5 min. | 4.5 min.| 6.0 min. | 6.6 min. 8.0 min. —
* : s )
Melting point ( °C) 327 + 10
Tensile ftrength .
. 1.5 {14.7 ) min.
A (kef/mm?) {N/mm?2} . { }
Elongation (%) 100 min.

Remark: The requirement for breakdown voltage of the tape having width not more than 19 mm may be
omitted by the agreement between parties concerned.

Applicable Standards and Reference Standard: See page 9. Documents
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3. Dimensions

The nominal size, thickness, width and length and the tolerances thereon
shall be as specified in Attached Table.

4. Sampling and General Condition for Tests

4.1 Sampling The sample shall be taken from each lot which is considered
to have homogeneous quality in a rational way.

4.2 Conditions for Testing Site  Unless otherwise specified, the tests shall
be made under the condition specified in JIS Z 8703, where the standard
temperature and standard relative humidity shall be of category 4 (20 + 15°C)
and category 3 (65 + 20 % RH), respectively.

All tests shall be made after the test specimens have been conditioned under
this condition for not less than 1 h.

4.3 Expression of Measured Values and Test Results The measured values
and test results shall be obtained to the figure next beyond the last place.
specified, and be rounded off by the rule provided in JIS Z 8401.

5. Method of Measurement and Test

5.1 Dimensions The dimensions of the tape shall be measured for each roll
as follows: : o : :

(1) Thickness Cut a test specimen of about 1 meter length from the sample,
and measure the thickness by means of Grade 1 external micrometer
specified in JIS B 7502 at 10 points nearly equidistantlly spaced in
longitudinal direction, and calculate the arithmetic mean.

(2) Wwidth Cut a test specimen of about 1 meter length from the sample,
.and measure the width by means of a vernier calliper specified in
JIS B 7507 at 5 points nearly equidistantlly spaced in longitudinal
direction, and calculate the arithmetic mean.

(3) Length Measure overall length of each tape of several rolls by means
of a steel tape measure specified in JIS B 7512, and calculate the’ arlth-

metic mean,

5.2 Breakdown Voltage Cut a test specimen of a suitable length from the
sample. Insert the test specimen between one set of brass spherical electrodes
having 12.5 mm diameter. After applying about 500 g load to the specimen; apply
a potential of commercial frequency having the crest ratio between 1.34to 1.438,
and measure the breakdown voltage by elevating the potential.at a rate .of 1000 V

per second. This test shall be made at five points apart not less than 50 mm from

each other, and the arithmetic mean and minimum value shall be obtained.

Documents

Copyright by the Japanese Industrial Standards
Thu Sepl0dolduBtBbt 2thils: JIS K 6887 0


http://www.avadocuments.com/doc/jis-k-6887-0
http://www.avadocuments.com/doc/jis-k-6887-0

