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' @ JAPANESE INDUSTRIAL STANDARD JIS

-Polytetrafluoroethylene Sheets K 6888-1977
(Reaffirmed:1980)
1. Scope

This Japanese Industrial Standard specifies polytetrafluoroethylene sheets,
hereinafter referred to as the "sheets" which have been manufactured by com-
pression moulding the resin of good quality or by machining the moulded product.

The product are used primarily for chemical apparatus, electrical insulator
and the like.

Remarks 1. Tetrafluoroethylene resin is usual name, but it is called poly-
tetrafluoroethylene (PTFE) in the field of chemistry.

2. The units and numerical values given in{ } are in accordance
with the International System of Units (SI) and are appended

‘ for reference.

2. Quality
2.1 Appearance
2.1.1 The sheets shall be furnished in milky white colour.
2.1.2 The surfaces of the sheets shall be smooth, and be free from the
defects such as distortion, faults, cracks, stains and foreign matter that might

detrimentally affect the serviceability.

2.2 Characteristics The sheets shall satisfy the requirements given in
Table 1 when tested in accordance with 5.

Table 1. Characteristics
Test term Specified value
. Spécific gravity (25/25°C) 2.10 to 2.30
Melting point ( °C) | 327 j_ 10

Tensile strength-(kgf/mmz){N/mmz} 1.5 { 14.7} min.

Elongation (%) 100 min.

To withstand potential

Withstand voltage gradient 10 kV/mm.
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Applicable Standards:
JIS B 7503-Dial Gauges Reading in 0.01 mm
JIS B 7516-Metal Rules.
JIS C 2320-Electrical Insulating Oils (Double Housing Type)
. JIS Z 8401-Rules for Rounding off of Numerical Values
JIS Z 8703-Standard Atmospheric Conditions for Testing

Reference Standard:

JIS Z 8203- SI Units and Recommendations for the Use of thsir MuQ1p es anants

of Certain Othexr Units
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